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avery inohatve 7work8 on thedsin madcnst m . n the whdm eWe now have 7 or 8 of these machines made. They have had some 
that the current design canproblems-correct ions for these have been 
same will be true in other places. 

One very exciting outcome of this whole windmill effort has been that we 
were able to see the need for analysis, evaluation, and planning for appropriatetechnology in general, which led to the development of the Arusha Appropriate 
Technology Project. That project will pursue the development of this kind ofwindmill and many other such devices. We hope to be able to offer some of theresults of that effort in the future. 

-Dick Stanley 

Editor's Note 
This manual is intended to do two things: 1) To provide the details needed 

to make the Arusha windmill in areas for which this design or a variation of it 
may be appropriate. 2) To illustrate the feasibility of the development of 
machines which cost only 1/5 to 1/10 as much as roughly equivalent importedmachines. This is the kind of cost advantage that can really begin to put thesetechnologies within the reach of many more people. But more than simply price
are the advantages of: decentralized production, use of local skills and labor, 
use of locally available materials, design for local conditions, and the associated 
ease of repair and maintenance. The result is an entirely different technologywith a real potential role in a different development in which the initiatives and 
benefits are to be found more among the people themselves. 

-Ken Darrow 
December, 1977 

Foreword 

In many developing countries there is a need today for a general windmill
design which can be made of metal and can pump from several hundredThe design in this manual is the result of only 2 / feet.years' development work. It 
has involved many modifications, some of which were made only 8 months ago.This windmill has been found to be a very low cost and highly efficient machine 

be very useful here in Tanzania, andm ade in the design. we hope the whichWe've seenwh c can be usedca be u not only for pumping, but adaptedd no o ly f r p for rotary motionm i g b t a a t d f r rt ry oi n 
a3 well. This shculd prove to be quite an advantage, as the reader may need 

W p e that this pign w ate p u p t in s.
 
We hope that this design will help you 
 put wind energy to use. Thisparticular machine is not the final answer for windmills-it merely represents 

one additional design with a unique combination of materials and resourceswhich may be useful in your area. It is also hoped that as we gain moreexperience with the windmill, the users of the design will share their ideas and
in so doing enable the larger population to see the value in pursuing wind 
energy development through practical alternatives. 



K 

Table of Contents
 

How to use this manual ........................... 6
 
Advantages of the Arusha windmill ................... 6
 
Background ....................................... 
 6
How this windmill works ............................ 8
 
D esign ........................................... 
 9 
Parts of the windm ill .............................. 10
 
List of materials needed ........................... 11
 

Tools ........................................... 
 13
 
Construction ..................................... 
 14
 

Foundation .................................... 15
 
Tower, ladder & tripod .......................... 16

Pump rod & shear block ......................... 17
 
Pump rod linkage & cross bar ..................... 18
 
Pump handle & counter balance .................. 19
 

Superstructure ................................. 
 20
 
A) Tail & main shaft .......................... 20
B) Rocker arm support housing ................. 21
 

C) Brake ....................................
23Rocker arm & eccentric wheel .................... 24
 
Hub wheel assembly ............................ 26
 
B lades ........................................ 
 28
 
G uy wires ..................................... 
 29
 

Assem b:y ....................................... 
 30 
Raising the windm ill .............................. 32
 
Final adjustm ents ................................ 32
 
Operation & maintenance .......................... 34
 
Alterations, pumps and other uses .................. 35
 

Crank drive mechanism .......................... 35
 
Sail cloth or animal hide blades ................... 36
 

Borehole pum p ................................. 37
 
Irrigation pum p ................................ 
 38 
Rotary power .................................. 
 39
 

Useful data & design formulas ...................... 40
 
Power obtained by the windmill ................... 40
 
Matching power to water yield .................... 
 41 
W ind measurement ............................. 
 42
 
Tower height ................................... 
 44 

G lossary ........................................
45
 
English / metric conversion ......................... 47
 
Additional reading ................................ 
 48 

Photos ..................................... 
 55 



6 

How to Use This Manual 

Please read this manual carefuly seves'al times until you clearly 

understand how the windmill operates and how it is to be made. 

Read the section on wind measurement (page 42). After you have some 

data on the wind energy available do the calculations in the USEFUL DATA 

& DESIGN FORMULAS section. This will give you an estimate of how much 

power you need and how much power the Arusha windmill will provide under 

can decide whether to build the windmill.your wind conditions. Then you 
use the crank driveIf you are pumping water 75 feet or less, you should 

mechanism described on page 35 instead of the more complicated eccentric 

wheel drive unit described in the main part of the manual. 

Other windmill designs appropriate for different circumstances are 

described in the ADDITIONAL READING section (page 48). 

Advantages of the Arusha Windmill 

During an era of high fuel costs, windmills have an obvious attraction. The 

Arusha windmill has the following advantages when compared with imported 

manufactured windmillL.
 

1) low cost-the Arusha windmill is very low in cost relative to imported
 

manufactured windmills of comparable pumping capacity; approximately $250
 

vs. $2000 to $6000 for an imported windmill with tower (before shipping and
 

import duties).
 

2) better adapted to conditions in Arusha Region-with its large tail and light

weight blades, the Arusha windmill is able to respond more quickly than
 

conventional windmills to rapidly changing wind direction.
 

3) deep pumping capability-the Arusha windmill has a deep bore hole (250'
 

and deeper) pumping capability that other low cost windmills do not have; the
 

innovative eccentric wheel accomplishes the same gear reduction found
 

normally only in commercially-made deep bore hole windmill pumps.
 

4) locallyavailable materials-the Arusha windmill is made out of water pipe of 

standard sizes and other materials that are easily found in almost every small 

town around the world. 

5) locally available tools-the Arusha windmill is made using very basic metal 
is commonlyworking equipment (welding machines and cutting torches) that 


availah e in rural towns in the Third World.
 

6) local skills-the Arusha windmill is made using basic metal working skills, in 

a craft process (most of the parts could also be standardized for production of 

many windmills in a single workshop). 

7) ";ase of repair and maintenance-the skills and materials requirec, for 

maintenance and repair are widely available; repair parts can be made on the 

spot or in a nearby workshop. 

Background 
This manual is intended to provide a guide to the construction, assembly 

water. This machine is light-weightand operation of a windmill for pumping 

and highly responsive to changes in wind direction. It is made of commonly 

available pipe and metal materials, and does not require any sophisticated 

metal working skills or equipment. It costs approximately 1/6 to 1/10 the price 

of an imported windmill with an equivalent capacity, in Tanzania. 

over 18 months of research and testing inThis windmill design evolved 

Arusha, Tarzania (see location map). Priorities in that nation include rapid 

development of water supplies in the rural areas--clearly an impossible task 
or poweredusing conventional designs that require gasoline (petrol) diesel 

water pumping plants. In addition to the cost of such pumps, the following 

problems exist: 1) rough road conditions, making transport to the site difficult, 

2) maintenance problems of widely-scattered units, 3) cost and unavailability of 



spare parts, and 4) increasing fuel costs. The conventional approach is 
therefore both expensive and very difficult. Importing the equipment would 

also mean few jobs for the rural poor-a deficiency in opposition to the nation's 

goal of moving toward self-reliance and the productive employment of its 

people. 

Lake. 

TANZANIA 

Dar es Salaam 

During the colonial period windmills were introduced to Arusha Region. 

These imported fan bladed windmills could provide some water, but not 

enough to meet the rural needs and justify their cost. These 21-foot (21') 

diameter windmills were designed for the relatively steady winds found in the 

western plains regions of the United States and Australia; they were not able to 

operate satisfactorily under the arid land conditions of much of Tanzania, 

where the wind constantly changes direction. A test on one of these units 

produced results similar to the chart in Table 1, in which wind speed is 

measured at the same time as the water yield of the pump. (Wind speed was 

measured by a cup anemometer; the water yield was from a 25-foot borehole 

fitted with a piston pump.) 
Wind energy was not being effectively used by these windmills. A cup 

anemometer responds to all wind passing through it, even if the wind is rapidly 

changing direction. On site observation suggested that the wind was changing 

direction about 60 degrees every 15 seconds. The heavy, large diameter 

conventional windmill was unable to effectively respond to these variable 

winds. It was unable to pivot rapidly enough into the wind, due to gyroscopic 

and inertial forces, and was unable to accelerate rapidly when it had located 

the main wind stream. 
The lack of a low-cost design to effectively harness the available wind 

energy for water-pumping led to the design and construction of the Arusha 

windmill. The author was assigned to th Ministry of Water for two years, and 

actual 
data theoretically 

expected 

ru 

• 

wind 
velocity 

water yield 

Table 1. Water Pumping Yield for Given Windspeeds. Data Generated by a 
21' Diameter Fan-Bladed Windmill Imported into Tanzania 

that ministry had the responsibility to install and maintain rural water systems. 

It was therefore desirable that the windmill be developed to fit the resource and 

skill base of that ministry. The Water Ministry, particularly through the 

strong support of the Regional Water Engineer, provided 18,000 shillings 

(US$2,000) for the establishment of a small workshop in the corner of the Water 

Ministry's yard in Arusha. 
A staff of six men was hired and a review of all available designs for 

water-pumping windmills was started. We consciously limited ourselves to 

those resources which were regularly available to mid-level Tanzania Water 

Ministry staff technicians, who would continue the project after the initial 

testinr,was completed. This excluded foundry and casting, milling, boring and 

sheet metal forming facilities which existed in the town. For many social, 

cultural and financial reasons these would not be available to the Water 

Ministry staff, or to the rural African craftsmen who would be building the 

windmills on their own. There was a substantial gap between the outer limits of 

what might have been "available resources" for a foreigner with some 

influence in high places and what would likely be "available resources" for a 

mid-level Tanzanian technician. 
Several of these windmills were completed by May 1976, and were 

installed and operating on test sites in the field for a total of over-21/2 years' 

equivalent operating time. One more awaited assembly and erection at another 

field site; another was going up at the UNICEF-sponsored village technology 

exhibit in Karen Nairobi; and one more (the oldest) was cruising along in 

near-zero winds in the Water Ministry's own yard-for our hardy team's own 

morale building purposes. 
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HOW THIS WINDMILL WORKS 

1) Wind blowing from the side of the 
windmill will hit the tail, pushing the 
windmill around until the wind rotor is 
facing into the wind. 
2) As the wind hits the blades, the 
blades and hub wheel begin to turn. 
3) The hub wheel rubs against the 
eccentric wheel (on top) and turns it. 
4) Connecting the off-center hub of the 
eccentric wheel to the pump rod is a 
shaft which moves up and down as the 
eccentric wheel turns. This makes the 
pump rod move up and down, oper
ating the pump at the bottom of the 
well or bore hole. 
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Design 
The windmill was primarily designed to respond effectively to the rapidly 

changing gusts of warm air passing over the flat barren plains in arid parts of 
Arusha Region. The windmill has a large tail surface area for sensitivity to 
changes in wind direction, and a large total blade surface area for high start-up 
"torque." The blades are quite light-weight to make rapid pivoting and 
acceleration more possible. 

The design has been modified several times before reaching the form 
shown in this manual. The drive mechanism is a friction-drive, eccentric 
(off-center) wheel mechanism that produces an up-and-down motion on the 
pump rod. This matches optimum pumping speed to optimum blade speed 
without the use of gears; three turns of the wind rotor are converted to two 
strokes of the pump. A different ratio could be obtained by using a smaller or 
larger eccentric wheel. The current design allows the operator to adjust the 
length of the pump stroke by changing the positiori of the axle on the eccentric 
wheel. (This axle is mounted in a movable flange to allow the pump stroke to be 
set between 2" a6d '2".) 

Another m .lificatic- was made in the drive mechanism. Heavy stresses 
on the rocker arm caused it to twist along its length. This problem was solved 
by increasing the diameter of the frame pipe for the rocker arm, and providing 
cross braces . 

The whole unit has been tested to withstand a load of 1000 pounds while in 
motion. This is about twice the load on a 300-foot deep water pump working at 
300 gallons per hour. No failure occurred during the three months' testing 
period. The test involved attaching a known weight to the pump rod a, d 
using the windmill to move it up and down under real field conditions. 

Because of some design peculiarities and the wind characteristics of the 
Arusha Region, no mechanical governor is used on this machine. (A mechanical 
governor is a device that changes the angle of the blades relative to the wind so 
that the wind machine will not rotate at dangerous high speeds during high 
winds.) No records of hurricanes or major gales exist in Tanzanian folklore or 
recorded literature. There are occasionally 60 mph (100 km/hr) winds lasting 
perhaps two minutes, which can come from any compass direction. This 
windmill works well up to about 25 mph (40 km/hr) wind speed, but loses 
power at higher wind speeds due to the shape of the blades. A round pole on 
the back side of each blade creates a large drag effect at higher blade 
speeds. Thus, what evolved was a low-cost windmili which will not easily 
exceed about 90 revolutions per minute (rpm), even when the wind speed is 
much greater than 25 mph. With the reduction of 1.5 caused by the larger 
diameter eccentric wheel, the result is a nice maximum of 60 strokes per minute 
for optimum reciprocating pump conditions. 

In one case we did experience problems with the blades being forced to hit 
the tower, under the impact of extreme and sudden gusts. Modifications to 
handle this prcblem were made by providing a series of 6 guy wires which 
fasten the tips of the blades to a 3-foot extension of the blade hub. This is an old 
method used in the sail bladed windmills in Crete. We suspect tl at the single 

case of blade failure was due to a mistake in the assembly of the blades. 
The guy wire system is offered for extra safety. 

The tower design is unique. The tower has been left flexible, to absorb the 
impact of gusting winds. The flexibility is well within the structural limits of the 
21/2" dia. pipe legs, for the angle at which they are inclined and the amount of 
weight they must support. The tower design has helped keep the entire 
machine light-weight and easy to transport before assembly on one light truck 
or land rover with a roof rack (which we used). Field teams can assemble the 
windmill on the ground and raise it by pulling the tower into the vertical 
position with the help of about 40 people or the use of a Land Rover or truck. 

There are two options for tower height. The first is a 20-foot tower using 
only the standard 20-foot (6-meter) lengths of metal pipe. The second is a 
26-foot (8-meter) tower requiring three additional 6-foot (2-meter) lengths of 
tower pipe and three socket reinforcements to stabilize the additional lengths of 
tower pipe. Using this technique, it would be theoretically possible to extend 
the tower height to 30 feet (9 meters) by using 10-foot (3-meter) extensions, 
before larger diameter pipe or cross bracing would be necessary. This idea has 
not been tried, as it was unnecessary due to the low vegetation cover in the 
area. The reasons for choosing a SDecific tower height are explained in the 
ASSEMBLY and USEFUL DESIGN DATA sections (see pages 30 and 40). 

The tower legs are bolted to steel bars which have been placed into the 
foundation (which requires a total of about 24 cubic feet of concrete, poured 
into the ground at the site). The ladder is a series of steel bars welded on the 
inside of one of the tower legs. 

The windmill frame is quite difficult to describe; the drawings and details 
in the following sections should make that unit understandable. 

!f you were to build this windmill in the manner described, the costs would 
be (in Arusha, Tanzania): 

Mater costs: Sh 1000 or US$125 
Labor costs: 6 man-weeks Sh 700/or US$87.50 
Fou ntn: CementSh 120/ or US$15.00 

Cemen Sh 80! or US$10.00 
Labor 

This manual is not an attempt to provide a standard answer to all windmill 
problems; it simply illustrates a reliable machine for pumping water under a 
particular set of wind patterns and resource/skill constraints. Please consider 
the text in that light. What follows will be a detailed coverage of materials, 
construction techniques, assembly, raising the windmill, final adjustments, 
operation, and maintenance of this machine. Supplementary sections on 
pumps, alterations, usefu! data and design information, and additional 
readings are also provided with the hope that you will not necessarily duplicate 
this design, but instead adapt it to better fit the conditions where you are 
working. 
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1 FOUNDATION 
a) anchor pins 
b) anchor pin bolts 2a 
c) concrete 

2 TRIPOD 
a) tripod center pipe and wear ring 10 ECCENTRIC WHEEL & ROCKER ARM 
b) tripod legs and braces 4 a) flange plates and bearing housing 

b) eccentric wheel main shaft 
3 TOWER & LADDER c)eccentric wheel 
a) ladder d)rocker arm 
b) tower extension sockets and bolts 9 e) rocker arm pivot shaft and end bolts 
c) upper legs 
d) lower legs 11 HUB & HUB EXTENSION 
e) bolts for attaching legs to tripod 9d a) hub wheel 

b) hub extension 
4 PUMP ROD & SHEAR BLOCK c) blade sockets 
a) upper pump rod segment d) drive tire and mounting bolts 
b) middle pump rod segment 
c) lower pump rod segment 4 12 BLADES 
d) shear block, bolts and nuts a)blade plug 
e) pump rod lock nuts b) bolts attaching spokes to hub wheel 
f) pump rod socket c) U-bolts attaching blades to spokes 

d) blade 
5 PUMP ROD LINKAGE & CROSS BAR 6 
a) pump rod linkage 13 GUY WIRES 
b) cross bar -

= a) radial (from hub to blade tip) 
c) cross bar U-bolts and brackets 9 b) outside (from blade tip to blade tip) 
d) pivot bolt attaching handle to cross bar 

6 PUMP HANDLE & COUNTER BALANCE 
a) handle 5a 

b) bolt attaching handle to pump rod linkage 3b 5b 
c) counter balance (drum) 
d) counter balance attachment hook and bolt 

7 TAIL & MAIN SHAFT 
a) tail vane, braces and frame 
b) center pipe and wear ring 
c) main shaft 

8 ROCKER ARM SUPPORT HOUSING 

9 BRAKE & BRAKE ROD 
a) brake lever and return spring 1b 
b) brake shaft and shoe 
c) upper brake rod segment l 
d) elastic brake rod segment 
e) lower brake rod segment FIGURE 1. THE ARUSHA WINDMILL 
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List of Materials Needed 
This section describes 1) the materials required from a typical selection of 

standard pipe sizes and lengths, and 2) the resources used in the metal-working 
process (for example, welding rods). The quantities of each material are 
divided according to the individual parts of the windmill. 

The cost for all materials in Arusha (1975) was about Sh/1000 (US$125). As 
with other considerations, the costs of these materials in your area will 
probably be so different that itemizing costs would not be helpful. In Arusha 
today (1977), present costs wouid be at least 25% greater than our 1975 figures. 
(The pipe diameters listed refer to the inside diameter of the pipe. The quanti-
ties shown below for the tower legs and pump rod are for the 26' tower height.) 

MATERIAL/TOTAL QUANTITY DISTRIBUTION AMONG PARTS 

Pipe: galvanized iron or steel 
3" dia. - 21' . .............. 12'-tripod; 3'-hub extension; 6'-tower leg 

extension sockets. 
' 21/2 " dia.-99'3 ............. 9" -hub bearing housing; 78'-tower; 


8'-tower cross bar; 8'-pump handle and 
counter balance; 4'6"-tail center pipe.

2" dia.-6'6"............... 6" eccentric wheel bearing housing; 
6'-rocker arm. 

11/4" dia.-12'. ............. 12'-hub sockets for blades. 
1" dia.-49'7".............. 48'-blade spokes; 3"-rocker arm pivot 

shaft bearings; 1'4"-rocker arm. 
3/4" dia.-76'5" . ........... 61'2"-tail frame; 15'3"-rocker arm 

support housing. 

Pipe fittings: 
galvanized iron or steel 

3" dia. socket-1 ............ !-hub extension socket. 

Metal rod: iron or steel 
11/2" dia.-2'4"............. 2'4"-main shaft. 
1" dia.-3'6" .............. 1'2"-brake shaft; 1'4" eccentric wheel 

shaft; 1'-rocker arm pivot shaft. 
3/4" dia.-21' . .............. 21'-tower ladder rungs. 
5/8" dia.-30'6" ............ 29'6"-pump rod; 1'-counter balance. 

" dia.-12'6"............. 4'6"-lower tripod braces; 3'-counter 
balance hooK; 3'-foundation ann-hor pins; 
12"--tripod wear ring; 12"--tail center pipe 
wear ring; (add 3'6" if two cross bar U-bolts 
are to be made of rod). 

MATERIAL/TOTAL QUANTITY DISTRIBUTION AMONG PARTS 
3/8" dia.-16'. ............. 16'-blade U-bolts (if these are to be made).
 
1/4" dia.-20'. .............. 20'-brake rod.
 

Metal sheet: galvanized 
24 to 28 gauge (corrugated) 

3' X 6' sheets-6 ......... 6 sheets- blades (each blade is 3' X 6', but can 
24 to 28 gauge (flat) be made from smaller pieces of sheet). 

3' X 8' sheet-1 ......... 1 sheet-tail (also can be made from smaller 
pieces of sheet). 

Steel plate: 

1/8" plate-1 sheet 2'7" X 7'.. Distribution shown in the following pattern:
 
(NOTE: The 7' length of this 7'
 
piece should allow some excess E(rim)

which can be used to make
 
gussets for the hub wheel, B H(rim)
 

pump rod linkages, and other
 
small parts where required.) N .
 

- - -- X X "
 

(not to scale) w 	 E= eccentric wheel 
H= hub wheel 
B= brake 

Metal stock: mild steel or iron
 
1" X 4" bar stock-4'6" ....... 4'6"-foundation.
 
1/4" X 1" bar stock-16'2" 6'8"-upper tripod braces; 1'6"-brake
 

shaft lever; 8'-blade U-bolt mounting
 
brackets.
 

2" X 2" angle iron-2'. ...... 2'-tower cross bar U-bolt mounting
 
brackets.
 

Wire: galvanized 1/8" dia. 
spring steel or 3/16" dia. 

mild steel 
1/8" dia.-106' . ............ 52'-outside (blade-to-blade) guy wires; 

54'-radial (blade to hub extension) wires. 

Rubber: 
4" X 4' length of 4- to 8- ply 

scrap tire from car or truck, 
cut from center section ..... 1-hub wheel drive tire. 

1" width strips of innertube 
from car (as alternative to 
tension springs for brake 
assembly)-6'.............. 3-brake lever (return); 3'-brake rod linkage. 



MATERIAL/TOTAL QUANTITY 

Bearings: sealed or semi-sealed 
ball bearings or roller bear-
ings (if sealed, then two 
grease nipples are not 
needed). 

11/2" inside dia. bearing with 
outside dia. that will fit tightly 
inside a 21/2" dia. pipe-2 .... 
1" inside dia. with outside dia. 
that will fit tightly inside a 2" 
pipe-2 .................... 

(NOTE: If available bearings fit 
larger or smaller pipes, you can 
change the pipe sizes for the 
bearing housings.) 

Bolts & nuts: mild steel with 
threads standard in the area 

1" X 4"-3 ................ 
3/4" nuts-5 ................ 

5/8" X 4"-1 .............. 

5/8" X 3"-3 .............. 


5/8" nuts-6 ................ 


1/2" X 4"-12 .............. 

1/2" X 3"-12 .............. 

1/2" X 2"-1 .............. 

1/4" X 2"-2 .............. 

1/4" X 11/2"-13 ............ 


U-bolts (can be made from rod 
if available) 

1/2" dia. with 21/4" radius and 
8" length-2 .............. 

3/8" dia. with 3/4" radius and 
21/2" length-24 .......... 

Wood:hardwood, treated with 
preservative 

3" X 3" X 12"-1 ............ 
1" dia. dowel (or roughly 
rounded branch) X 3'-1 ...... 

DISTRIBUTION AMONG PARTS 


2-hub. 

2-eccentric wheel. 

3-anchor pin bolts.
 
4-pump rod linkage arm; 1-eccentric wheel 


main shaft. 
1-counter balance/pump handle p!vot. 
1-counter balance (drum) pivot; 2-pump 

rod linkage to pump handle. 
4-pump rod linkage socket; 2-top pump rod 

fasteners. 
12-tower extension couplings, 
12-blades. 
1-main shaft, stop for hub. 
2-rocker arm pivot shaft. 
12-hub tire; 1-eccentric wheel main shaft. 

2-tower cross member for counter balance. 

24-blades. 

1-shear block. 

2'6"-blade plugs; 6"-spare plug. 

MATERIAL/TOTAL QUANTITY 

Miscellaneous materials: 
5116" dia. grease nipples-5.. 

Tension spring with 15 lbs. pull 
over a 5" extension-1 ..... 

Tension spring with 40 lbs. pull 
over a 3" extension-1 ..... 

(NOTE: You may substitute tire 
innertube rubber for these 
springs without affecting the 
performance of these parts.) 
55-gallon used oil drum-1 .... 
Turnbuckles-6 .............. 

Workshop supplies used 
(NOTE: This list assumes the 

use of machine shop facilities 
as described in this section.) 

Welding gas-oxygen-/2 tank. 

Welding gas-acetylene
1/4-tank ............. 


Grinding wheels-1 .......... 


Hacksaw blades-6 .......... 

Paint-2 gallons ............ 

Cement-3 bags ............ 


Welding rod (electric), 

DISTRIBUTION AMONG PARTS 

1-hub wheel; 2-rocker arm; 1-eccentric 
wheel; 1-tripod. 

1-brake lever return. 

1-brake rod linkage. 

1-counter balance. 
6-radial guy wires. 

1/8 tank-blades and hub; 3/8 tank-all other 
parts. 

1/8 tank-blades and hub; 1/8 tank-all other 
parts. 

1/2 wheel-consumed while making tower and 
superstructure; 1/2 wheel consumed making 
all other components. 

6-general. 
2 gallons-general. 
2 bags-foundation; 1 bag-concrete surface 

around well and well seal. 

1/8" dia.-24 ........ ,24-superstructure.
 
3/16" dia.-24 ........ 24-tower ladder, drive mechanism (hub, 

eccentric wheel and rocker arm), and main 
shaft. 

Flux for brazing-1 pint ...... 1 pint-general. 
Brazing rod, 1/8" dia.-15 .... 12-blades; 3-tail. 

After looking closely at the construction section and making a list of your 
own available resources, you will probably be able to cut this list of materials to 
buy in half. If pipes are available in metric sizes, use those sizes that are similar 
in diameter (see English/metric conversion chart on page 47). 



Tools 

If you follow this plan exactly, you will need a solid hand drill capable of 
forming 1/2"(1/2-inch) diameter holes through 3/10" metal plate, and 1/4" 
diameter holes through 1" diameter steel rod. Y3u will also need the following 
tools: 

adjustable wrench 
pliers 
files (1/2-round is ok) 
hacksaw
 

electric welding equipment (capable of welding up to 1/" thick steel)
 
gas welding equipment (including a cutting torch)
 
tin snips
 
ball peen hammer (medium weight)
 
anvil
 
chiset (10")
 
2" X 4" paint brushes (several)
 
set of taps and dies from 1/4"to 3/4"diameter, in the thread type common
 

to the area. 

This is the minimum tool list for the production of this windmill, based on 
our shop experiences. Where a reliable supply of spare parts exists, you might 
add the following: 

electric drill (1,,, reve, ible)
 
cutoff grinder (hand held)
 
machine lathe with 3-foot bed and a fe.d-through chuck of 2" minimum inside
 

diameter 
paint sprayer 
pop rivetting tools 
hydraulically-operated press 

These tools are not necessary, but they would be useful If you intend to produce 
many windmills in one workshop. 

We made the initial investmeit in equipment (plus the electric drill and 
cutoff grinder) for about Sh/10,000 (US$1200). Add artother $700 for the 
complete list if you are in Tanzania over the next year. 

The workshop requires about a 30' X 30' area (900 square feet = 84 square 
meters) area with large double doors and a floor-to-ceiling height of at least 10 
feet (3.1 m).We suggest that you avoid using glass windows, especially at eye 
level, because many people will be continuously moving long metal pipes 
around the workshop. 
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Construction 
It is important to understand what each of the parts does in this windmill 

design. This makes it easier to find the right substitute for a part which is 
unavailable, impractical, or too expensive in your area. There are many 
variations possible on the design presented here. 

With this in mind we will take a look at the parts of the windmill. Each of 
these is constructed separately, and the entire windmill is assembled after 
being taken to the site. In some cases you will have to partially assembly 
several parts to determine the proper measurements for the part you are 
making at the time. Some of the parts can be disassemhled after you have made 
them, for easier transport. 

The parts of the windmill are presented in the following order: 

1) Foundation 7) Rocker arm & eccentric wheel 
2) Tower, ladder & tripod 8) Hub wheel assembly 
3) Pump rod & shear block 9) Blades 
4) Pump rod linkage & cross bar 10) Guy wires 
5) Pump handle & counter balance 
C) Superstructure 

a) Tail & main shaft
 
b) Rocker arm support housing
 
c) Brake
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(ISOMETRIC VIEW) 

8' 

8' 

-C' - p * 

FIGURE 2. FOUNDATION BLOCKS 

Foundation 
A foundation is needed to securely hold the windmill in place. This consists ... 

of three holes filled with concrete, with anchor pins placed in the concrete to 
connect the foundation with the tower legs. The foundation should be prepared (ISOMETRIC vIEW) NOTE: 

Not this 
at least 3 days before the windmill is installed. K,'y V--" 

Dig three holes as shown in Figure 2. Each hole should be 2 feet deep, 2 1X",_ 
feet wide, and 2 feet long. The center points of each hole should be 8 feet apart, 2" radius 2_ 

as shown. 6" " 
Three anchor pins should be made of 1" X 4" steel bar, 18" long, as top of 

shown in Figure 2a.The position at which the cross bar is welded is not block 
(70PVIEW)

import-ant; it serves only to keep the anchor pin in place in the concrete, so it 18"
 
must be below the surface of the concrete. If you have a cutting torch, the holes " "
 
in the anchor pins can be cut out rather than drilled. Make sure that these holes ' 12"82
 

big enough so that 1" dia. bolts can pass through them easily. 81 
are 

You will need a total of 24 cubic feet of concrete for the complete 12" 
foundation (8 cubic feet per hole). This will require 2 large bags of cement. You 12" 
can save much of this by using large rocks near the bottom of each hole, whel 
pouring in the concrete.., 

It is important to place the anchor pins in line as shown in Figure 2b, and to 
insure that they are level and vertical. Otherwise you will not be able to raise ancho 

81 pins'he windmill properly. The centers of the holes in the anchor pins should be 6" 

above the concrete. 
A concrete surface to surround the pump can be poured at the same time Fig. 2a. Foundation Fig. 2b. Alignment 

the foundation is made. Anchor Pins of Anchor Pins 



16 

Tower 
The tower is an important and expensive part of most windmills. The 

Arusha windmill has a low-cost but strong tower made of 21/2" dia. pipe. This 
tower can be made either 20' or 26' high. The 20' tower would not use the 6' 
extension pipes and extension sockets shown in Figure 3. (See page 44 for 
information on how to choose tower height.) 

This drawing shows a 26' tower. Each leg requires a connection between a 

20' standard 21/2" diameter piece of pipe and another 6' piece, using a 2' piece 
of 3" dia. pipe to serve as a socket (as shown in Figure 3a). Four 3/8" dia. 
X 4" bolts are required for each tower leg to make the connection for the 6' 

NOTE: This shows 


attached to the tripod 

foundation. In fact, - tio l 

the tower is not 0- tripod le
 
raised until the
 
entire windmill has 

beenassembled. 	 A-

6- (all holes 

are 1/2"dia.) 
6spread 

6" 

Fig. 3a. Tower 
+-.tower leg Extension Socke 

/ 

1' 

. F"ladder 


. g. 3 b To w r Leu 
Bottom Anchor 

FIGURE 3. TOWER, LADDER AND TRIPOD IN PLACE 

extension. This method of connecting the tower legs could be used to extend 
the height up to 30 feet by using 10' pipes instead of 6' pipes. Beyond that 
height, either larger diameter pipes for the tower legs or cross bracing would 
be necessary for a safe structure. 

After making certain that the extension sockets fit, disassemble the legs 
for easy transport. 

Ladder
 
One leg of the tower is made into a ladder by welding metal rods (3/" dia. 

X 1" along the inside of the tower leg, 15" apart. Be sure to note the 
position of the holes in that tower leg before welding the bars on-it is rather 
frustrating to find that the ladder runs sideways after doing all that welding. 
Note also that if a tower of greater than 20' height is desired, you will need to 
leave a few of the crossbars out of the ladder to allow clearance for the tower 

extension socket. It is easy to weld bars onto the extension socket to complete 
the ladder.
 

Tripod 
The tripod connects the legs of the tower and forms the central support 

housing for the windmill. This piece requires some very careful, accurate work 

including correct alignment and solid welding of the tripod legs to the center 
pipe. In order to insure that the alignment is correct, measure each tripod leg to 

out 5" from the center pipe over a distance of 24" (see Fig. 4a). The top 
of each tripod leg is set to touch 12" below the top of the center pipe. 

The three tripod legs should be firmly welded in place, with 1/4" X 1" 
straps (4 per leg-about 3' on top and 7" on the bottom) as shown in Figures 

4a and 4b. Then, weld on the 1/2"dia. lower tripod supports, making certain 
that each of the tripod legs is correctly aligned (Figure 4). Errors can be 
corrected by bending the 1/4" X 1" metal straps. 

After the basic tripod frame has been welded together, insert the tower 
wear center pipe (SIDE VIEW)
ring 

grease 	 wear ringhole 	 grease 

' dia. :12" nipple 
upper 1 holes 

support braces to bolt " towerlegs to 24" \' F;g. 4b. Tripod 

p g 	 legs 0 Leg A lign m en t 

support braces 9 	 tripod (TOP VIEW) 
leg k5 

lower support braces 	 Fig. 4a. Tripod
FUR 3TOELeg Attachment 

1 '
FIGURE 4. TRIPOD 



17 
legs into the tripod legs and drill two 1/2" dia. holes (where shown in Figure 4b) 
along each tripod leg. During final assembly at the site bolts will be placed in 
these holes to hold the tower legs in place.-

Next, make the "wear ring." The wear ring is the load bearing surface for 
the windmill. This ring is easily made by tack welding one end of a 12" dia. rod 
about 12" long onto a spare piece of 21/2" dia. pipe. Pound it around the pip,; 
until you complete the circle. Cut off the excess rod and pound the ring ends 
until they touch and the ring fits loosely around the 21/2" dia. pipe. Remove this 
from the pipe and weld it onto the top of the tripod center pipe (Fig. 4b). 

Finally, drill a 1/4" dia. holepand thread the hole for attachment of a grease
 
nipple about 4" below the upper end of the tripod center pipe.
Rder 

Pump Rod a 

The pump rod is a 29'6" piece of 5/8" steel rod, separated at two points, 
which extends from the top of the windmill down to the pump at the base of the 
windmill. This rod moves up and down as the windmill operates. 

The pump rod has three parts. The upper pump rod segment (about 10' in 

length) extends from the drive mechanism down through the tripod to the shear 

block. The middle pump rod segment (17'6" long) go3s from the shear block to 

the pump handle linkage. (If a 20' tower instead of a 26' tower is used, this 
middle pump rod sermet should be about 11'6" long.) The bottom pump rod 
segment extends from the pump handle linkage to the pump itself (about 
2'-depends on the pump used). 

An easy way to make the pump rod without cutting threads is to butt weld 
the heads of 5/8" bolts onto -thepump rod ends. By welding a short piece of rod 
across the second pump rod segment near the bottom, that pump rod segment 
can be turned by hand later, without the use of tools. 

The third (iowest) segment of pump rod is required to connect the pump 
rod socket to the pump itself, when used with the pumps suggested in the 
APPLICATIONS section. (Otherwise, a conventional piston pump has a pump 
rod which could screw directly into the bottom of the pump rod socket-see this 
socket in Figs. 5 and 6a.) 

ro.heFig.fShear Block 
The shear block is designed to be a weak point in the pump rod. If the 

pump gets caught or jammed for some reason, the shear block will allow the 

pump rod to separate without breaking or causing damage to the rest of the 
windmill. The shear block is actually two blocks of well-oiled or painted wood 
which clamp the upper and middle segments of pump rod together. The bolts 

holding the blocks together are tightened until the pump rod will not separate 
when forced to lift 1000 pounds while the windmill is operating. The pump rod 
should pull apart when 200 additional pounds are added to the weight the rod is 
pulling against. This method for adjusting the shear block is described more 
completely in the ASSEMBLY section. The blocks of wood measure 11/2" X 3" 
X 12" each, and should be of seasoned hardwood quality. Figure 5b includes 
the details of these blocks. 

lock nuts-these tighten againsteach other on top of the eccentric 
wheel main shaft 

upper pump rod segment: 10'-	 NOTE: pump rod will pass 
through tripod center pipe 

tripod after final assembly 
-centerpipe 

pump rod 
seamtca 

I 
(NOTE: 
bolts 
show 

1/4" deep 
groove
in blocks 

/ ,middl 
pump rod 

middle pump rod segment: 17'6" ,2-b sege 

loc 

mp 

rod wedd5/8" dia. 
to bolt bolt 

5a PUmp 

Th eads 

pump rod socket: 
described in next 

isection (Pump Rod 

bottom pump rod segment: 2' 

FIGURE 5. PUMP ROD & SHEAR BLOCK 
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Fig. 6c. Tower Cross Bar and Pivot 

5/8" dia. holes 

Pump Rod Linkage & Cross Bar 
The function of the pump rod linkage is to provide a flexible connection for 

pump handle movement and to allow the windmill to be disconnected from the 4 

pump-for pump repair or operation of the pump by other means. 
Two details are important in the pump rod linkage: 1) the connecting rod 

between the pump handle and pump rod (as shown in Figure 6a); and 2) the 5/8" dia.to 
hole x 

pump rod socket, which connects the middle and bottom pump rod segments. 

The connecting rod consists of a 6" piece of 5/8" dia. rod with 3/4" nuts 

welded on to the ends as shown in Figure 6a. Note that the 5/8" dia. bolts /:12 di,/ 

which will fit into these must be parallel to each other. The pump handle 2 X " piece din 

connects to this linkage (see following pages). ddle (bolts for of angle iron for U-bl 

The pump rod socket consists of a series of four 5/8" nuts welded together pump rod , linkages towe 

andtwo pieces of 1/8" plate (cut in the shape shown in Figure 6a and welded in segment not shown) Fig. 6b Crc s Bar 
p tuseconnectinge .b 
f threads rod 

jif d'e not p r 
vai bl. pump rodTower Cross Bar four 5/8" dia. 

The tower crossbar is a piece of pipe (22" dia. X 8') which supports the nuts welded 

pump handle and counterbalance. The crossbar is fitted with a pivot made of together lower 

two pieces of 1/4" metal plate (or flattened 21/2" pipe) which should be about 4" segment 

high and 3" wide and spaced 3" apart. These are welded in position at the Fig. 6a Pump Rod 
Linkagecenter of the crossbar (as shown in Figure 6c). A 5/8" dia. hole should be 

drilled in both pivot parts at a point 3" above the crossbar pipe. A 5/8" X 4" 

bolt is used to fasten the pump handle to this pivot. 
The crossbar is fastened to the tower legs by means of two U-bolts (shown 

in Figure 6b), which will probably have to be made. If no threading equipment 
is available, you can weld bolts onto the ends of a bent section of 1/2" dia. rod as P, 

shown: 

rod bolts weld.here 

Figure 6d. Making U-Bolts 

The mounting plates for the U-bolts are pieces of 2" X 2" X 12" angle iron (you 

can substitute a 2" dia. X 12" pipe, flattened near the ends). Note that it is 
wise to make a rough shape of these U-bo!ts and the expected mounting hole 
positions before getting into the process during assembly in the field. The 

U-bolts have a maximum inside radius of about 21A" with a length of 8". Note FIGURE 6. PUMP ROD HANDLE, 

the position of these U-bolts-they must cross diagonally so that their LINKAGE & COUNTER BALANCE 

mounting plates point down and towards the center. (in place after assembly) 
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auxiliary 

Pump- r, pump handlehole: 5/8" da 

The pump handle allows the pump to be operated by hand if the wind is not counter e"ounte 

blowing. The pump handle is made from a piece of 21/2" dia. pipe, 8' long. attachment
 

Cut it open at one end on the bottom, 1" wide along a 3" length. as shown and 5/8" X 2" slot cut
 
, "p m
in Fig. 7a. 5/8" dia.les directly below holep ivo t h 

Drill a pair of 5/8" dia. holes 1" from this end of the pump handle. Try to with 112" between 
drill these and the next holes straight through the pipe, by center-punching the to pump center of each hole 
holes and drilling them using a drill press or another system to insure that the linkage 5/8" dia. hole, and 112 
drill goes straight. Note that all of the holes will be in line along the length of slo 3"4deep 1"id
the pipe. (Fig. 7a is a view from below and to one side of the pump handle.) Fig. 7a. Pump 1 hp 0 22" 

Drill five more pairs of 5/8" dia. holes, each 11/2" apart-the center hole Handle-Detail 
in this group should be 2'2" from the pump linkage end of the pump handle. 
(These holes will allow adjustment of the pivot point during .Gs,-mbly.) Fig. 7b. Hook for 

Drill two more pairs of 5/8" dia. holes, as shown, one pair at a point 3'8" o Detail 
from the pump linkage end of the handle; the other pair 10" from the outer end 
of the pump handle. Cut a 5/8" X 2" long slot directly below the first pair of 
holes-this is for the counter balance hook. 

The pump handle pivots at the cross bar on a 5/8" X 4" bolt, which should cros bar 
be tight so that the bolt itself does not turn. The same is necessary for the bolt 
used to attach the pump rod linkage to the handle (Fig. 6a). 

Counter Balance 
The counter balance helps the windmill to operate the pump more easily. 

Without it, the windmill would be lifting the pump rod, pump piston, and 
column of water during each up-stroke of the pump rod. By adding the counter -counter balance 
balance, the windmill never has to lift this much weight. The counter balance 
almost equals the weight of the pump rod and piston. During the up-stroke the 
windmill therefore only has to lift a little more than the weight of the column of 
water. This fact makes the windmill easier to start. 

The counter balance is an old oil drum with a few holes in the bottom to 
allow drainage of rain water. Two 3/4"holes are punched next to the top rim 
opposite each other, to permit attachment of the hook shown in Figure 7b. The 
hook is made of / " dia. soft iron or steel rod. It is attached to the pump handle 
with a 5/8" X 4" bolt (which is also tightened to avoid turning). FIGURE 7. PUMP HANDLE & COUNTER BALANCE 
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Superstructure 

The superstructure contains most of the non-moving parts which together 
pivot around the vertical axis of the tripod as the wind changes direction. The 
parts of the superstructure include the tail, tail center pipe, main shaft, rocker arm ~NOTE: 
arm support housing, and brake. 

A) Tail & Main Shaft 

The first part of the superstructure to be made is a 4'6" piece of 21/2" dia. 
pipe that forms the tail center pipe. It will later fit inside the tripod center pipe. 

Weld a ring made of 1/2"dia. rod around the tail center pipe at a point 2'6" 
from what will become the lower end (this ring is made in the same way as the 
tripod wear ring, and will be rubbing against it-see page 17). 

Next, prepare the main shaft, a piece of 11/2" dia. X 2'4" steel rod. This 
rod should receive a 1/2"dia. hole placed 3/4" from the end, to be used to keep 
the hub wheel in place. Inspect the surface and make sure that the bearings you 
are going to use in the hub will slide over the main shaft smoothly, but snugly. 
Remove burrs with a file, or if more material must be removed, have the shaft 

turned on a metal-working lathe. Be certain that the bearings will pass over the 
shaft smoothly-after this shaft has been welded onto the main superstructure,h beensaiuesrcueweddot 
it will be too late to easily correct diameter problems. 

Next, weld the shaft at a 90-degree angle onto the tail center pipe at the 
top end (2' above the wear ring). 

The tail frame is made of 3/4" pipes. Two 12' pieces are welded to the main 
shaft, descend to the tail center pipe, and then go straight back to form the 
bottom of the tail frame. Weld these two pipes at a 56-degree angle to the main 
shaft at a point 14 inches from the outside of the tail center pipe (see Figure 8). 
These two pipes go around each side of the tail center pipe, passing on top of 
the tail center pipe wear ring. They are bent at a 90-degree angle to the 
tail center pipe after being tack welded at the points of contact. They are then 
extended straight back and the ends are pounded together to form a smooth 
tapered joint-weld the pipes at this point. Add a 2' piece of 3/4"pipe to extend 
the tail to its full length. With another single 12' piece of 3/4" pipe, form the 
back and top of the tail in the shape shown in Figure 8. 

Complete the frame with 3/" pipes for the remaining vertical and three 
diagonal tail braces. The exact shape of the tail is not important, but it must be 
relatively flat and sturdy. The tail frame should be as flat as possible, but it 
does not require precise measurements. 

lue Cut sheet metal to fit 
this frame for the tail. 

end point of third 12' tail frame pipe 

tail
 

1-,
 

4'
 
e bolt 
1/2"X 21/2
 

, 1 7,,,,
 

NOTE: Sheet metal
tabs should be 2'2' 5 
alternately brazed main shaft 
to each side of
boto 


wear ring
 

tail center pipe - two 34" dia., 12' longtail frame pipes 

begin here at mid-point 
nf main shaft. 

FIGURE 8. TAIL & MAIN SHAFT 

The sheet metal can now be brazed onto the frame. The easiest way to do 
this is to cut the sheet metal to fit inside the frame and spot braze it to the top, 
front and back of the frame. Attachment to the bottom of the frame is a bit more 
difficult because there is a space between two pipes. This can be done by 
cutting 2" deep slots every 4" along the bottom edge of the sheet metal. 
Alternately bending these tabs into contact with each one of the two pipes will 
enable you to complete the spot brazing of the sheet metal to form a rigid tail 
structure. It is not important exactly how this is done. 
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B) Rocker Arm Support Housing 
The rocker arm support housing is welded to the tail center pipe and the 

main shaft. The rocker arm (shown on page 24) will be attached to the top of the 
rocker arm support housing (in place in Figure 14 on page 25). 

This support housing is made entirely of 3/4"dia. pipes. Because this part 
is the most complex of all, several detail drawings are provided (Figures 9, 9a, 
9b, 9c). Each part is numbered and located in all the drawings. It is important 
iu cnstruct this unit carefully because each pipe will be under stress when the 
windmill is running. 

These drawings do not show exact lengths for many of the pieces because 
there are many different ways to cut and join the pipes. The exact lengths 
depend on the method used by a particular craftsman. For example, one may 
choose to cut off a pipe end at a 90-degree angle and then fill in the space 
between that pipe and the curved surface it connects to. A different person 

continued --- o
r'upporting collars for rocker arm main 
pivot shaft; Note notches for anchoring

shaft-prevent shaft from
 
turning in collars; notches
 
are 1/4"deep and wide
 

(2) rear main strut 

(5)main strut son ' s e c o n d a ry s tr u tcross bar " ra 

strut cross bar ,,-"centerA iaseconda,1ain 

apipe
secondary strut(3)tfront 


(1)front L 

main strut 
(NOTE: brake not shown) / 

ai 34" dia., 12' Iong 
, saftI tail frame pipes from 

mid-point of main shaft 

1/2"dia. holeSUPOR HUI g---.wear rn 

FIGURE 9. ROCKER ARM SUPPORT HOUSING 
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NOTE: this dimension must (SIDE VIEW) rocker arm pivot shaft will 
be within 112"error pass through these pipes and

(brake, tail and tripod connect the rocker arm to5-	 line from center details not shown) this support housing

point of tail i/ ,_'
2'- . . center pipe 

6O", 
(2) rear 15)
main strut 5 (1) front 

S"- main strut 
(TOP VIEW)(3) front(3) front * 18" 

secondary strut econdary strr, (brake, tail and tripod 
(6) end 	 details not shown) 

(1 ) front 	 tailol
main strut 	 -main shaft 4 

(FRONT VlEV) to 
tailI 

(brake, tail and tripod 
details not shown) 

\ 
L 

(4) roar 

(6) seco;dary(90°strut cross bar 
- (3) front 

wearintcenter pipe tripod 
secondary strut -T secondary strut 

(5) main strut 
wear ring(upper) wer ring(trlpo .L .ta center pipe . ]- '' cross bar-()frnt 

tail (2) rear main , main strut 
centerpipe strut (part only) 8" 

Fig. 9a. Fig. 9b. Fig. 9c. 

might instead attempt to grind the surfaces to match before welding. 
Experience shows that it is best to decide upon a method of making the joints 

and then figure all of the dimensions on that basis. You may need some practice The front and rear main struts are each fitted at the upper ends with a 

to make this unit accurately. 	 1V/2" piece of 1" dia. pipe (see top of Fig. 9b.). These pieces will hold the 

There are a total of six 34" dia. pipe pieces that together form the rocker rocker arm pivot shaFt. Attach these 1" dia. pipes after the rear, front, main 

a.rn support housing. They are identified in Figure 9 with the numberS 1 and secondary struts are welded in place, and after the rocker arm has been 

through 6: 1) front main strut; 2) rear main strut; 3) front secondary strut; 4) made (see page 24). Note the notches made in each of these 1" dia. pipe 

rear secondary strut; 5) main strut cross bar; and 6) secondary strut cross bar. segments shown in Figure 9; the notches are made to lock the pivot shaft, 

Pipes 1 and 2 will be about 4' long; pipes 3 and 4 will be about 25" long; pipe 5 preventing it from -..,earing out these 1" dia. pipe segments. The wear will 

will be about 7" long; and pipe 6 will be about 26" long. However, the actual -therefore occur on the pivot shaft and rocker arm, which can be easily replaced. 

lengths will be determined by the method of fitting the pipes, and by following Attaching the 1" dia. pipe segments last allows a final correction for error 

the important dimensions in Figures 9a and 9c: a) the tops of pipes 1 and 2 must in the total alignment. These rocker arm pivot axes cannot be more than 12" 

be 8" apart; b) pipe 2 should be ex3ctly 2' from a point 18" directly above the out of parallel alignment to the hub shaft, so construct the support frame and 

center point of the top of the tail center pipe (Figure 9a, top). tocker arm carefully. 
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C) Brake 

The brake allows you to stop the windmill while the wind is blowing; for 
i,spection, maintenance, or repairs.
 

There are six parts of the brake:
 
1) The brake rod, made of 318" dia. rod, which extends from ground level
 

up through the center pipe.

2) The brake lever, made of 1/4" X 1" metal strap, 15" long, which 


connects the brake rod to the brake shaft, and is attached to a spring, 

3) The brake return spring, which pulls the brake away from the hub wheel 


when the brake rod is released; 10" long, attached to brake lever (see Fig. 10).

4) The brake shaft, made of 1" dia. steel rod, which extends from the 


mid-point of the brake lever to the brake shoe. 

5) The brake shaft housing, made of 1" dia. pipe, which supports the 


brake shaft and allows it to rotate. 

6) The brake shoe, made of 1/8" steel plate and cu, 
 ed as shown in Figure


10a, which is welded to the brake shaft. The brake shoe rubs against the rubber 

tire on the hub wheel after assembly, when the brake rod is pulled, 
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FIGURE 10. BRAKE LEVER ASSEMBLY IN POSITION 

The brake is welded together only after the hub wheel assembly is 
completed (see pages 26-27). The brake shaft housing is welded heavily under 
the rocker arm support housing pipes 3 and 4 (see Figure 9). The brake shaft 
housing must be parallel to the main shaft (see Figure 11). The thickness of the 
rubber tire bolted to the hub wheel affects the location of this brake assembly, 
so you will have to wait until you can place the hub wheel onto the main shaft. A 
space of about 1/2" between the brake shoe and the rubber is desired. When 
viewed from the top, the 1" dia. brake shaft housing pipe should extend 
forward up to the edge of the brake shoe, to provide maximum support for the 
brake shaft (Fig. 11a). You will have to determine the precise measurement of 
this shaft and housing after the rubber tired hub wheel is in place. 
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FIGURE 11. BRAKE SHOE & LEVER ALIGNMENT 
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Rocker Arm 
The rocker arm is a rectangular frame which pivots on the end attached to 

the rocker arm support housing. The other end of the rocker arm is connected 

by a shaft to both the eccentric wheel and the pump rod. As the eccentric wheel 

is turned by rubbing against the hub wheel, the rocker arm and pump rod move 

up and down because the hub of the eccentric wheel is off-center. 
Strong twisting stresses are placed on the rocker arm-therefore, the 

frame must be accurately measured and each joint must be thoroughly welded. 
The short end pieces are 1" dia. pipe and the other pieces are 2" dia. pipe. 

Slightly flatten each end of the 2" dia. pipes to insure a closer fit to the 1" dia. 
pipes. 

The rocker arm pivot shaft connects the ro-,ker arm to the rocker arm 
12" long (Fig.support housing. The pivot shaft is made of 1" dia. steel rod, 


12). It passes through one end of the rocler arm and the two 1V2" pieces of 1" 

dia. pipe, at the tips of pipes 1 and 2 of the support housing (Fig. 9b.). 


The 1" (inside dia.) nut welded to the end of the eccentric wheel shaft will 
become the attachment point for the pump rod. A washer between this nut and 

move freely as the rocker armthe rocker arm 1" pipe wil! allow this shaft to 

travels up and down. When the eccentric wheel is placed on the other end of 
this shaft you must have at least 1" clearance from the rim of the eccentric 
wheel. If not, add washers or a short section of 1" pipe to the eccentric wheel 
shaft between the rocker arm and the eccentric wheel. 

(EXPLODED ISOMETRIC VIEW) 
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Fig. 13a. Eccentric Wheel 
Flange Bearing Detail FIGURE 13. ECCENTRIC WHEEL 

Eccentric Wheel 

The eccentric wheel is a round metal wheel with a hub located off-center. 

As the eccentric wheel is driven by the hub wheel, this off-center hub forces the 
eccentric wheel shaft to move up and down. The eccentric wheel shaft passes 

through one end of the rocker arm and connects to the pump rod. All three of 

these parts move up and down together.
The eccentric wheel is cut from 1/8" steel plate. It has a flange (also cut 

from 1/8" plate) which consists of a male and a female part. The flange is made 

using 2" dia. pipe for the bearing housing. This works well for Arusha, 
Tanzania, where there are a lot of bearings with 1" inside dia. and 2" outside 
din. You should match bearings to a particular pipe size before beginning to 
make this part. The outside diameter of the bearing does not matter if it fits 
snugly into available pipe. The pipe size for the bearing housing could range 
from 12" to 3" din. without affecting the operation of the eccentric wheel.
 

The eccentric wheel shaft diameter, however, can only be increased to meet the 
pipe size matching requirements, and this would require enlarging the rocker 

arm pipe into which it fits. (Decreasing the diameter of this shaft would make it 
too weak.) 



25 If it appears impossible to match available bearings to available pipes, you 
can change the pipe diameter. Cut 8 slots (2" long) in the housing pipe and 
open up or close the pipe ends to insure a snug bearing fit. If you do this, be 
sure to weld closed all the slots after the proper adjustment has been made. 

The female flange plate (shown in the upper left of Fig. 13) is provided 
with four 5116" dia. X 1" machine bolts. These are to pass through the four 
5/16" holes of this plate, through the slots of the eccentric wheel disk and 
through the male flange plate where they are tightened in place. Tack weld the 
bolts to the feniale flange plate for easier adjustment in the future. 
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FIGURE 14. ROCKER ARM SUPPORT HOUSING,
 
BRAKE, ROCKER ARM AND ECCENTRIC
 

WHEEL IN POSITION (afterassembly)
 

The male flar~ge plate has the same dimensions as the female, but includes 
the bearing housing. If the bearings fit snugly into the pipe, the bearing 
housing is indented with a center punch to prevent the bearings from sliding 
too far into the housing. If the bearings do not fit snugly into the pipe, you 
should spot-weld some "stops", as shown in Figure 13a. At three equally 
spaced positions, the ends of the bearing housing are bent over to contain the 
bearings snugly in place (see Figure 13a). Note that the bearings should not be 
put in place until all we!ding on this section is complete. 

When constructing the eccentric wheel: 1) cut out the disk (22" dia.); 2) 
cut the slots in the disk (Figure 13); 3) cut out a 4" X 70" strip of the same 1/8" 
plate. This strip is tack welded at one end to the edge of the disk. Mark a center 
line down the strip to insure that the disk and rim unit will be flat. The strip is 
then wrapped around the disk with short tack welds being located every 4 or 5 

When the rim ends come together properly, finish by welding the disk 
to the rim all the way around. 



26 

(FRONT ISOMETRIC VIEW) 
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FIGURE 15. HUB WHEEL AFTER ASSEMBLY 

Hub Wheel Assembly 

The hub wheel is the central rotating part of the windmill. It slides over the 

main shaft, where it is held in place with a bolt. There are six hub sockets which 

connect to the blades. A 4" wide strip of rubber tire is bolted to the back end of 

the hub wheel, and drives the eccentric wheel. This tire also provides a surface 

for the brake shoe to rub against when you want to stop the windmill. 

The hub has the following parts: 

1) Two 11/2" inside dia. X 21/2" outside dia. ball bearings (plus a grease 


nipple if the bearings are not sealed), which slide over the main shaft, 

2) A 9" length of 21/2" dia. pipe, to house the bearings, 

3) A fabricated metal wheel rim (made from 1/8" steel plate), 9" wide. 

4) Three 12" dia. steel disks that fit inside this wheel rim and around the 

bearing housir.., made from 1/8" steel plate. 
5) A 4" wiue strip of rubber cut out of an old 4- to 8- ply auto or truck tire. 

6) Six 11/4" dia. pipes, 2' long, to serve as the hub sockets for the blades. 

7) A 3' length of 3" dia. pipe and a 3" pipe socket, for the hub extension. 
8) Twelve 1/4" X 1" bolts for attaching the rubber tire to the huL wheel. 

9) One 1/2" X 2" bolt which passes through the main shaft and prevents 

the hub wheel from coming of . 

(CROSS SECTION) 
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Fig. 15a. Hub Construction 

The hub bearing housing should be made first. This is made of 21/2" dia. 

pipe. It is best to first carefully look at your resources to see if the available 

bearings and available pipe will match. If the bearings and pipe do not match, 

use the same method used with the eccentric wheel bearing housing correct 

this (see page 24). 

After matching the bearings to the 2 2" dia. housing pipe, cut that pipe to 

a S" length. 
Next, cut six pairs of slots 1/2" deep into the end of the bearing housing 

(Figure 16a). This creates 1/4" wide metal tabs which will later be bent over the 

bearings to prevent them from sliding out. Before you bend these tabs, you 

must make several spots with a welding machine, around the inside of the 

bearing housing. This is to prevent the bearings from sliding in, and it must be 

done before placing the bearings inside. Be sure to consider the width of the 

bearings before welding these spots-they are hard to remove if you make a 

mistake. 
If the bearings are not sealed on the inside of the bearing housing. it is 

necessary to drill and tap a small hole for a grease nipple on the bearing 

housing. This should be placed about the mid-point of the housing. 

After making the bearing housing, cut three 12"' dia. disks out of 1/8" 
steel plate. Cut holes in the centers of the disks, to allow them to slide over the 

bearing housing ppe. One disk is then welded to the bearing housing, 1/2" 

from what will become the rear. The second disk is welded 21/2" from the other 
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end (front) of the bearing housing. Put the third disk aside, to be attached later. 

Six triangular gussets, cut from 1/8" plate are then placed around the 
outside of the rear disk and extending out beyond the rear of the bearing 
housing (shown in Figure 15a). These stick out from the bearing housing like 
six spokes. Weld the gussets to the rear disk and bearing housing. 

Form a ring from 1/2" dia. rod and weld it in place around the gussets (see 
Figure 15a), taking care to make a 12" outside diameter. 

Next, form a wheel rim out of 1/8" steel plate, to cover the two disks and 
gussets. The piece of plate for this wheel rim is 9" wide and about 38" long. As 
with the eccentric wheel rim, you will probably find that it doesn't wrap around 
easily or accurately on the first try and that you will have to adjust the 38" 
length. If a grease fitting is to be used on the bearing housing pipe, it will be 
necessary to cut a 3" dia. access hole in this wheel above the grease fitting. 

Attach the 4" X 40" strip of rubber tire (taken from the center section of an 
old 4- to 8- ply auto or truck tire) around the last 4" of the hub rim. This can be 
done by using twelve 1/2" X 1" bolts, evenly placed along the rim. When 
drilling the holes for these bolts, leave at least 3/4" of space (for the nuts) 
between the holes and both the gussets and the ring. Tighten the bolts until the 
heads sink deep into the rubber. The two ends of the rubber tire should each be 
given two bolts. 

Next, attach the hub sockets. The blade spokes will fit into these hub 
sockets during assembly. These sockets are 2' lengths of 11/4 " dia. pipe, each 

Extension Attachment 

4" 

rocker armsupport frame 

(TO TAIL) FIGURE 16. HUB WHEEL INTERIOR PARTS 

of which is drilled twice with 1/2" dia. holes (spacing shown in Figure 15). The 
ends of the hub sockets rest on the bearing housing pipe. It may be necessary to 
add shims to some of them to insure that all of the hub sockets lie in a plane 
perpendicular to the main shaft. Weld the sockets solidly to the 12" dia. disk 
behind them. A 1/2" dia. soft iron rod is welded to the outer edges of each hub 
socket to form a ring (about 4'3" dia.) for all six sockets of the hub 
wheel (Figure 15). No precision is required-simply connect each socket to the 
rod with strong welds. 

Next, weld the third 12" dia. disk (cut earlier and put aside) solidly to the 
front of the hub sockets, and to the bearing housing. Then weld a 3" pipe 
socket to this front disk so that it accurately fits over the bearing housing 
(Figure 16b). A 3' piece of 3" dia. pipe becomes the hub extension-it is 
screwed into the 3" pipe socket. Six 1/4" dia. holes are drilled 3/ " from the 
front end of this pipe, as shown in Figure 15, for attachment of the radial guy 
wires (next section). 
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(END VIEW) 

- ,, 6'radius of curvature 

Fig. 17a. Blade Contour 

U-bolt mounting 112"dia. holes forBlades-, 
brQackets attachment to hub s 

The six blades provide the surface for the wind to push against. Becausethe blades are turned at a slight angle to the wind, when the wind ".-0,\
they hits themm ove sidew ays. This causes the hub w heel to rotate. .. " 

. _ , "4 . The blades are made of 24 to 28 gauge gal van ized corrugated sheet metal. ," 
-

The most difficult problem in making them is bending corrugated sheet without 
Tanzanian craftsman, 00was to apply heat in two parallel strokes along the length ," oof the blades, 12" , .... ZZ,..from each side. Heating with a welding torch was found to be 
braze two sections of corrugated 

I 
sheet together to make a 6' piece withcorrugations running perpendicular to the length. Brazing .. , ) ,at five spots on bothfront and back of the blades was found to !be sufficient. 

I-J"When the corrugated metal of the blade is complete, the blade is fastenedto the spoke (1 dia. pipe, 8' long) with U-bolts. (Note that the U-bolts should 
"l J , 

pass through the part of -.the corrugation which ° comes into contact with the 3" ' | .o 
spoke. If you do it the other way, 

. 6' ,
you'll find that tightening the U-bolt m erelyflattens the corrugation without or.iding " .. ,a stronger attachment.) -/ " 

Fig 17. n HlFor the present time attach the blades loosely to the spokes. Exact pitch
adjustment, made only at the fie~d site, is accompanied by final tightening of 

I,
the U-bolts (see ASSEMBLY section). The blades should be carried to the site BaeSoeforGuWre 
before placing them into the hub sockets (during final assembly). FIGURE 17. BLADE & BLADE SPOKES 
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FIGURE 18. GUY WIRES 

Guy Wires 

The guy wires are useci to strengthen the blades. There are two types of 
guy wires. One is a set of radial guy wires which go from the tip of the 3' hub 
extension to the blade tips. The second type connects the tips of the blades. The Concluding Remarks 
radial guy wires are made of six 9-foot sections of 1/8-3/16" dia. galvanized 
steel wire. The purpose of the radial guy wires is to keep the blades in line and This completes the construction details of the windmill. We hope you will 
no less than 12" in front of the tower (measured from the blade tips). investigate the resources in your area before beginning to build the windmill. 

The guy wires between blade tips should be one 52' long piece of the same You will probably want to consider some substitutions. 
wire used for the radial guy wires. The next section explains the order of assembly of the various parts, after 

We have found that the best way to tighten the radial guy wires is to add a you have arrived at the field site. Remember that we designed this windmill to 
turnbuckle at or near the point where each radial guy wire is attached to each be transported long distances over rough terrain before assembly in remote 
blade tip (not shown). areas. 
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Take the following tools and supplies to the site: 	 facing down 

spare bolts and nuts of all sizes used 
two 50-foot lengths of 1 " dia. rope 	 ') I 

one 50-foot length of 1/2" to 5/8" dia. rope use counter balance drum 
high-lift automobile jack for stand when connecting

blades to the hub 

round file 

flat file NOTE: rubber tire end of hub on top; 

two hammers all blade angles are in the same direction 

first aid kit FIGURE 20. BLADES & HUB
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FIGURE 21. TAIL & FRAME INSERTED IN TRIPOD/TOWER 

2. 	 Connect the blades to the hub (Figure 20). 
-place spokes in hub sockets, insert bolts, and tighten bolts as much as 

possible-no movement of these spokes is allowable. 
FIGURE 19. TRIPOD, TOWER & FOUNDATION -tighten the U-bolts that connect the blades to the spokes, making a 40' 

inside blade tip angle and a 150 outside angle (as shown in Fig. 20a and 
20b.). 

Assembly 3. 	 Assemble the top of the windmill (Figure 21 and 22). 
-lift the tripod end of the tower about 4 feet off the ground and set the tail 

1. 	 Assemble the tower (Figure 19). center pipe into the tripod center pipe. 
-attach the leg extensions if used. -put the hub and blade assembly (from STEP 2) onto the main shaft. 

" -connect the legs to the tripod. Secure it with the /2 dia. bolt and the number of washers needed to 
-bolt two of the legs to the foundation anchor pins (as shown in Fig. 19). insure a snug fit. 
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NOTE: layout of guy wires 
alternates front to back of 
blades around blade tips 

FIGURE 22. POSITION OF WINDMILL FOR HUB/BLADE 
ATTACHMENT TO TAIL & SUPERSTRUCTURE 

4. 	Attach the hub extension and guy wires. 
-screw the 3' ub extension into the 3" pipe socket welded to the front of 

the hub. 
-attach the guy wire- to the end of the blades and the end of the hub 

extension, as shown in Fig. 18a and 18b on page
-tighten 	 the guy wires until they are stiff, keeping the blades in line and 

equally spaced. (These guy wires will be adjusted again when the 
windmill is up in position-see FINAL ADJUSTMENTS). 

5. 	Attach the rocker arm. 
-anchor 	 the pivot shaft connecting the rocker arm to the rocker arm support 

housing, using two 1/4' dia. bolts, so that the pivot shaft does not turn(see Figure 22a). 
6. e emFigure 22a).


6. 	Attach the eccentric wheel to the rocker arm (Figure 22a). 
-insert eccentric wheel shaft through the rocker arm. 
-add washers to the shaft to make the eccentric wheel align with the hub 

wheelby 
-place the eccentric wheel on this shaft, and secure it with a 1/4" X 2" bolt.7. Ad geaseforlubrcaton.9.


7. 	Add grease for lubrication. 
-pump 	 grease into the tripod center pipe, eccentric wheel hub, rocker arm 

pivot shaft, and eccentric wheel shaft. 
-smear some grease around the pump rod, and the nuts and wear rings of 

the tripod. 

8. 	 Attach the upper pump rod segment. 
-insert the upper pump rod segment through the tail center pipe and tripod 

__ grease fittings 

bolt holding rocker 
ecnrcwheel paesecurely arm pivotinshaftp~aceeccentric flange 	 ere in pace 

brake lever 

brake shoe brake returnspring 

tail pipes 

tail
 

grease fitting
 

tripod center
 
pipe
 

pump rod 
brake rod
 

FIGURE22a. ROCKER ARM, ECCENTRIC WHEEL, PUMPROD, 
& BRAKE ROD IN PLACE (hub wheel not shown) 

center pipe (as shown in Figure 22a). 
-put the top of this pump rod segment (5/8" dia.) through the 1" dia.on the end of the eccentric wheel main shaft (see Fig. 12, page 24). nut 
-add two 5/8" dia. nuts above the 1" dia. nut. These two nuts will hold the 

pump rod in place, by being tightened against each other. Tighten them 
hand-they will be tightened properly during final adjustments.
 

by 	ha eAttach brake rod. wedj
 
-insert the brake rod through the two center pipes (Figure 22a).
 
-bend the brake rod if necessary, to allow smooth vertical motion of the 

-insert the top of the brake rod into the brake lever arm, bending the rod 
and hammering it to secure it in place (as shown in Fig. 10a, page 23). 

-pull and tighten the brake, and secure it with wire or rope. This will 
prevent the windmill from turning when it is first lifted into position. 
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Raising the Windmill 
Raising the windmill is perhaps as dangerous as it is exciting-one 

mistake now and you may lose the whole thing, so be careful! 
Approximately 2500 pounds of pull on the rope will be necessary to achieve 

the first vertical movements in the windmill. By lifting the tripod (using a car 
jack or 15 people) until the tail can be moved around to the lower side of the 
tripod (about 10 feet high), you can get to a better position for lifting the 
windmill to its full height. This position is shown in Figure 23. Because you 
start pulling after the windmill is partially raised, and two of the legs are 
already attached to the foundation, pulling with a rope attached to the tripod 

will lift the whole machine up. Two 1" dia. X 50' ropes (or cables of the same 

strength) are recommended for the actual pulling, and you will need another 
smaller diameter rope (1/2"to 5/8" dia. X 50') for keeping the tail down and for 

holding the tower steady-especially during the last ten feet of movement into 
position. Several people should hold on to this safety rope and stand well away 

from the windmill so that they will not be hurt if the windmill falls towards 
them. 

By experience, we found that pulling the windmill up into position was not 
difficult, if a Land Rover filled with 500 pounds of weight, or a heavier truck 
was available. The vehicle must move slowly and smoothly-particularly at 
those crucial early moments when the rope tension is greatest-because a 
sharp movement of the vehicle can snap the rope. Be sure to attach the safety 
rope to the tail, so that the windmill will stop when it gets into position; 
otherwise, it may fall over towards the truck! 

When the tower is in the right position, bolt the third leg to the proper 

anchor. The car jack will be helpful in aligning the leg and the anchor. 

Final Assembly 
Now the guy wires at the blades need to be tightened and adjusted to 

provide a 12" clearance between each blade tip and the tower. Next comes the 

attachment of the main pump rod, shear block assembly, tower cross bar, pump 

handle, and counter balance (see drawings in the construction section, and 
Figure 24). The brake rod should be cut in two about 10 feet above the ground. 
Attach a short section of tension spring or rubber to the two brake rod ends 
(should withstand 40-pounds pull over a 5" extension). 

Doing the final adjustments of the windmill is about the easiest activity in 
the whole assembly process. Several minor details include: 1) finding the 
required weight of the counter balance barrel on the pump handle; 2) adjusting 
the eccentric wheel to match the desired pump stroke, wind velocity, water well 
depth, load and required water yield; and 3) final tightening of the bolts on the 

shear block. 
If you are using this windmill with a borehole pump, the following series of 

final adjustments should be made in this order: 
1) Set the counter-balance drum into position and add rocks or other 

weights to the drum until the pump rod just rises. Work the pump by hand until 
water begins to come out, then remove enough rocks to allow the windmill 
eccentric wheel to be turned by the hub wheel, without slipping. The diameter 
of the pump, pump rod material, depth, and aquifer level (ground water level) 

continued 
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FIGURE 23. POSITION OF WINDMILL
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FIGUREA24HWINTE DMILL P:P 
ATTACHING THE PUMP ROD, HANDLE, & COUNTER BALANCE DRUM 

all control the amount of weight required. 
2) Adjust the eccentric wheel flange to fit the desired stroke and work load 

of the windmill. From our experience, it is better to keep the windmill pumping 
with a short stroke (low water yield per stroke) than a long stroke which would 
make the windmill harder to start. Once the windmill is in motion it can 
accelerate more rapidly to respond to sudden, short-lived gusts-a common 
condition in our area. 

You may feel that we should take more advantage of the higher wind 
speeds than suggested by the slow and steady approach recommended here. 
(Available power in the wind is proportional to the cube of wind speed-if wind 
speed doubles, available power goes up eight times.) In our area there is little 
steady wind; for example 1-3 minutes of 8 mph wind is followed by short gusts 
of 15-30 seconds at 15 mph. Experience here proved that adjustment for slow 
water pump yield for a longer t'me resulted in both a higher daily output and in 
longer lasting moving parts. Agairn, nowever, it is a question of the type of wind 
and maintenance facilities in your area. (A general rule is that the more 
consistent the wind speed, the more you maximize the pump stroke.) Note that 
moving the flange 1 inch from the center of the eccentric wheel will add 2 
inches of movement to the pump rod. 

3) Tighten the nuts on top of the pump rod in the exact position desired. 
Before doing this, make certain that you have enough freedom of movement for 
the pump piston, by checking to see if the pump rod can be moved 1" above 
and 2" below the stroke length for which the eccentric wheel is set. The pump 
rod is secured by tightening the two nuts against each other-both above the 

"collar" nut on the end of the eccentric wheel shaft. (NOTE: These nuts should 
not be tightened around the eccentric wheel shaft because this will tend to 
prevent the windmill from pivoting easily on its vertical axis, and could also 
unscrew the pump rod connections.) 

4) The shear block on the pump rod should now be tested. Provide a load of 
about 1000 pounds on the pump rod with a log or rocks. Next, turn the windmill 
blades by hand to force the pump rod to lift this weight. Tighten the four bolts 
which clamp the shear block parts together, until the pump rod can lift this 
weight without slipping out of the shear block. Test again by adding 200 pounds 
more weight-the rod should separate from the shear block at this load. Re-set 
the rod and tighten the nuts again to this point. 

Check all nuts and bolts and other connections, especially those on the 
sockets and guy wires. Both the radial guy wires and the outer guy wires 

must be tight. No more than 11/2" of deflection should result from a moderate 
repull at the mid-points of these guy wires. Also, tighten the pump handle 
linkage nuts to preven, the bolts from turning. 

6) Last, climb up the tower with about 1 pint (1/2 liter) of grease. Put some 
grease on every expos;d nut and bolt (U-bolts included) except the bolt heads 
in the rubber drive tire. Avoid getting grease anywhere near the rubber tireand eccentric wheel rim. Be careful-parts of the windmill will get rather 

slippery! This grease is to protect the metal parts from rust. 
You've done it. It's time to ;ay down on your back, prop your head up and 

ponder this magical source of energy called the wind. For casual and continued 
reading, go on to the next section about operation and maintenance. It is a short 
section because there isn't much to worry about. 
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Operation & Maintenance 
It may appear unnecessary to provide rules for the operation of a device 

which runs on a natural energy source. And certainly you don't 'operate' this 
windmill, but there are a few things to be said about the control of the machine. 
These include stopping it and letting it run free (disengaged from the pump). 

Stopping the Windmill 
You will need to stop the windmill for inspection, maintenance, and any 

necessary repairs. 
Stopping the windmill should be done slowly. Pull down on the brake rod 

gently, allowing the elastic section to absorb any bumps caused by the rough 

surface of the rubber tire. Some people prefer a simple hook for attaching the 
brake rod to the tripod legs; other people prefer to tie the brake rod. The pull 

down pressure is not expected to be more than 40 pounds, so attaching the 
brake rod securely to the tripod legs should not be a problem. If you are in an 
area in which the windmill will be turning completely around often, you will 
need to periodically check that the brake rod does not become wrapped around 

the pump rod. In two years this occurred only once, in an area of great 
turbulence. This is a minor, but difficult problem to correct, so we just live with 

it. 

Disconnecting the Drive Mechanism 

Disconnecting the drive mechanism from the pump is another way of 
controlling the machine. It allows you to repair the pump while the windmill 
continues to move. 


Simply raise the pump rod above the maximum position of the eccentric 

wheel. This can be easily done by adding weight to the counter balance drum, 
which will allow the windmill to run free. 

,4=inua Operation 

The pump can be operated by hand if there is no wind or the windmill is 

intentionally stopped. Disconnect the drive mechanism (described above), stop 

the windmill at the top of the pump stroke, and disconnect the main pump rod 

at the handle linkage. By inserting a piece of wood approximately 2" dia. X 5' 

into the end of the pump handle, you can manually operate the pump. This is 

the size of the hoe handles, the main village agricultural implement in this part 

of Tanzania. 

Maintenance 

Every Two Weeks 
Maintenance of the windmill involves an inspection every 2 weeks of all the 

bolts and moving parts. Check the blades closely to be sure that they are not 
loose. You should oil the pump rod linkage, using 30-weight or heavier oil. 

Every Two Months 
About every 2 months you should grease the bearings of the hub wheel, 

eccentric wheel, rocker arm and the tripod center pipe. Avoid getting grease 

onto the hub wheel or eccentric wheel-grease on either of these parts will 
cause the eccentric wheel to slip, particularly if a long pumping stroke has been 
selected. You must cover all exposed threaded parts with grease, to prevent 
rust. 

Each Year
 
About once a year, check (and if necessary, re-set) the shear block tension 

as described in FINAL ADJUSTMENTS. The drive tire should need replace
ment after 1-3 years (for our area, one year's wind produces about 60,000 miles 

of tire wear, but the load on the tire is far less than that on an auto or truck tire). 

A list of equipment and spare parts for operation & maintenance of this 
windmill over a 10oyear period in Tanzania includes: 

20 spare bolts (5/8" dia.) for all the moving pivot linkages 
a scrap innertube for the brake rod linkages 

3 sets of 1/4" X1 
1/2" bolts for mounting the drive tire 

1 gallon of 30-weight oil 

5 gallons of grease 
3 spare rubber tire sections for the drive tire 

105 feet of guy wire 
an adjustable 12" wrench 

a pliers 
a hammer 
a grease gun 
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Alterations, Pumps, and Other Uses 
Alterations (REAR ISOMETRIC VIEW) 

There are many possible ways of making this windmill cheaper, especially 
if you don't have to meet the many conditions unique to Tanzania. (Problems: 
turbulent thermal winds, difficuli transport and communications, deep
boreholes; Advantages: good basic metal fabrication facilities and ministry
administrative support, emphasis on self-reliance.) If conditions favor instead a 
more standard windmill application, it would easily be possible to construct this 
windmill for one-half the cost and amount of materials. 

Alterations might include using wood for the tower, and a simple crank FIGURE 25. CRANI DRIVE MECHANISM
drive mechanism instead of the eccentric wheel design shown in the manual. In this crank drive mechanism, the hub wheel and main shaft are lockedThe tail could be made of wood and leather hide (see Figure 26). The blades together as one unit, so that they turn together. The main shaft rotates inside acould be made of wooden poles (2" dia.) and heavy cloth (varnished for pipe housing. The supports for the main shaft are welded instead to thisprotection) or goatskins. (This is the accepted 500 year-old design of the sail housing pipe. The pipe is welded to one side of the tail center pipe, near thewindmill from Crete. The Intermediate Technology Development Group has top. The main shaft passes all the way through the housing pipe, and is fittedproduced a fine manual on this design as modified for use in Ethiopia. A Dutch with a crank at the end. The crank has a connecting rod attached, to move thelanguage version of the original design is also available. See ADDITIONAL rocker arm up and down. (In this drawing there are three different holes whereREADING section.) the connecting rod can be attached. This allows adjustment of the pump

These alterations are shown in Figures 25 through 26. Remaining in stroke.). 
original form are the tripod and superstructure frame (except the main shaft).
Figure 27 shows another possible eccentric wheel design. NOTE: offset r r 

Crank Drive Mechanism 
The eccentric wheel mechanism has been included in the design of this 

windmill to enable an increase in the power, in order to operate a reciprocating 
pump in a deep bore hole. Almost all large water-pumping windmills designed 
to pump water from deep bore holes have a set of gears. These gears change
the ratio of wind rotor rotations to pump rod strokes-to a ratio of greater than
1:1. The eccentric wheel drive has proven to be a relatively cheap substitute for blade socket 
a set of gears, providing a 3:2 ratio. However, construction of this eccentric 
wheel should certainly not be included in areas where a crank drive (with a 1:1 attached to 
ratio) will do the job. (See description with Figure 25.)

For shallower pumping needs (75 feet or less) the use of gears is normally pump stroke 
not necessary, and a direct drive such as the crank drive shown in Figure 25 is adjustment
usually sufficient. We have not used the crank drive in Arusha region because Fig. 25a. Crank Drive: Rear Viewthe water table typically is found at a depth of about 250 feet. with Tail Removed 
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Sail Cloth or Animal Hide Blades 
In this design, clcth or animal hide is used to replace the sheet metal 

blades and tail of the windmill. A modificaticn on the traditional sail cloth 
windmill can allow the sails to turn slowly away from the wind as the wind 
speed increases. Called "feathering," this enables the windmill to start up 

easily at low wi.id speed and still operate efficiently at full wind speed.* The 

sai!s will also "feather" under conditions of high or sudden winds. This 
protects the windmill from damage. A unique "governing" mechanism is 
shown inFigure a, which uses a piece of rubber or spring to "feather" the 
blades. 

Another advantage of cloth sails is that they can be removed during 

storms, leaving only a skeleton structure. !nsome parts of the world typhoons 
might damage the windmill if the blades cannot be removed. 

*This concept is used in a different, fan-bladed cloth and bamboo spoke design 
developed by Jean Sahores of France-see ADDITIONAL READING. 

Fig. 26a 
End View ofBladFIGURE 

outside guy wire 

rubber 
or spring shaped wood 

with sheet metal I 
blade stabilizer/ 
at tip 

spokes made of 2" dia. 
wood poles 

FIGURE 26. CLOTH OR HIDE BLADE AND TAIL CONSTRUCTION 

taiI	 
This design has the advantage of 
applying the load directly to the 
center of the rocker arm structure 
-reducing the stress on the 
rocker arm supports 

27. ALTERNATIVE ECCENTRIC WHEEL DESIGN 

Other Possible Alterations 
Aerodynamic analysis suggests that the windmill might operate more 

efficiently if the following alterations were made (these have not yet been 
tested at the time of printing): 

a) Blade spokes placed in front of the blades, rather than behind them. 

This would probably require increasing the number of U-bolt attachments 

between the spokes and blades. 

b) The radius of curvature of the blade would be approximately 4 feet, not 

6 feet (see drawing on page 28). 

c) Blade angle at the tip would be 22 degrees; at the base (near the hub) it 

would be 38 degrees (see drawing on page 30). 

The above changes should result in a tip-speed ratio of 1.5. 

(Notes from Dick Stanley, who is grateful especially for the help of Hans Bleijs, 

coordinator of the sub-committee on micro-pro,;ects at Eindhoven University of 

Technology, Eindhoven, The Netherlands.) 
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Borehole Pump Because in this design the pump rod and the delivery tube are the same 
moving pipe, anShown here is attachment to deliver the water through a motionless pipe isa new type of heavy duty water pump which is designed for needed (shown in Figure 29). A piece of 1," or 112" diameter flexible plasticdeep borehole pumping-lifting water from a depth of 300 feet (90m). This pipe, coiled around the delivery tube/pump rod, absorbs the up and downdesign is rather unique and fits the windmill well. The design enables you to motion. This 8-foot length of plastic pipe is firmly attached to the foundation atmake a very sturdy deep borehole pump without the use of a lathe, and with one end and to the opening in the delivery tube/pump rod at the other. Thus itonly simple welding equipment (to mount the check valves) and standard metal provides a fixed delivery point for the water, and can be fitted with standardpipe. (The design is now being modified to function as a double-acting pump, pipes and/or empty into a storage tank.
and we'll be writiry about that when it has been sufficiently tested.) The mechanism is capable of operating at high pressures and 
 can beThe pump is a reciprocating type. It is based on the observation that it is maintained and repaired easily. Another nice feature is that it uses the weighteasier to polish the outside surface of a piston pipe than to polish the inside of the delivery tube and pump rod on the dow, stroke to force the water out,surface of a cylinder pipe. The seal is merely packing material (leather) stuffed thus achieving a counter-balancing system not found in normal piston pumps.into a 3" socket and compacted by attaching a 3" nipple to the upper end. The The yield of this pump is about the same as a regular piston pump, but itslower end of the socket screws down on the 3" cylinder pipe. The action of this ease of construction and potential for long life under rough conditions make itpump is similar to the motion of hydraulic cylinders (used on everything from a better than the regular design. It has been tested at an 85-foot head for aboutbulldozer to a heavy-duty automobile jack). one year and the results are impressive. 

delivery tube 
to well surface 

piston 
moves up 
and down 

packing material 

0 112"delivery pipe to surface of well 
* 112" X 21/2" reducer 
* 21/2" piston pipe (3' length) 
e check valve located inside pistor pipeat bottom 
m atbottom 

to windmill 

pump handle 

cylinder a 3" nipple 
11/2" dia. flexible piperemains stationary e 3" socket to absorb vertical pump motionand rests at * packing material (Hessian/ eather or

well bottom something similar, located inside socket 
- 3" cylinder (3' length) 
acheck valve located inside cylinder 

at bottom 112" L pipe fitting with
9 3" X 11/2" three 5/8" nuts weldedreducing socket 
a 1112"X 10' inlet pipe on top to form socket

for pump red 
retrieving cable 12" removable delivery tube travels down tofor removing entire guide sleeve piston ram/cylinder mechanism
unit from well 

FIGURE 29. DELIVERY END OF PISTON RAM PUMPFIGURE 28. WORKING MECHANISM OF PISTON RAM PUMP (shown connected to windmill) 
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(SIDE VIEW-CROSS SECTION) 

second handle ps-eta 

attachmentFig.

oNut 

3/ pipe or
 
wood frame ,
of same "
 
strength,,_
 

13" tire *inlet valve 
steel rings,"-.. . to right side 

opens up
diameter 
into tire
slightly lc-rger


than insideattachment
 • outlet valverim of tire rim of tire t to left side 

opens down 
away from tire 
NOTE: spring 
to close 

outlet pipe inlet pipe this valve 
4" reduced to 3" dia. 3" dia. 

PUMP FOR HIGH VOLUME,FIGURE 30. DIAPHRAGM 


LOW LIFT IRRIGATION USFS
 

Irrigation Pump 

A second type of water pump that can be used with the windmill is for low 

lift, high volume irrigation pumping for small agricultural plots, including rice 

design, first observed at the University offields. Using a popular pump 

Nairobi, we produced a simple diaphragm pump out of a 13" auto tire (shown 

in Figures 30 & 31). This pump can lift 10,000 U.S. gallons (38,000 liters) of 

water per hour a height of 6' (2m) using the energy of a 15 mph (7m/sec) wind. 

The crank drive mechanism shown in Fig. 25 would be appropriate to operate 

this low-lift pump-and it would also be cheaper and easier to make than the 

eccentric wheel system. 

The design shown here has only been tested in the workshop, and is not a 

final version. However, it would take little additional experimentation to find a 

we would like to learn of any such attempts.suitable design for your area; 

The biggest single problem with this pump is making a good seal between 

disks which serve as the plunger and valvethe rim of the tire and the 

surfaces (the top and bottom disks respectively). In our design, these disks 

were made of 1/4" steel plate and attached to the tire with a series of 1/4" X 

11/2" bolts, spaced 1" apart around the rim. The bolts were we!ded to rings 

(also made of 1/4" plate) which are placed on the inside of the tire rim. The bolts 

are tack welded into holes in the rings which match the bolt holes in the disks. 

This provides a sturdy flat surface for sealing the pump. If wood is used for the 

disks, the same metal ring reinforcement should be applied. 

steel rings 
-forsealnuts 

I 

30a. Detail of 
Assembly for Valves 

tack welded 
first handle 

ig s cwindmill 

(ifused) \ . _t 

N 
second handle 

boltholes for mounting 
pump to 2" X 12" X 6' board 

FIGURE 31. DIAPHRAGM PUMP IN ACTION 

to the bottom metal plate before the plates areThe valves are attached 

attached to the tire, and after the pipe elbows (for the inlet and outlet pipes) are 

welded in place. 
The nuts which secure the valves are spot-welded together, using a small, 

thin strip of sheet metal between the nuts, as shown in Figure 30a. This keeps 

the nuts aligned and prevents them from turning as the corresponding bolts are 

were made any smaller (e.g., withtightened from the outside. If the pump 
difficult to do.smaller inlet and outlet pipes), this would prove a bit more 

A spring on the outlet valve (held in place by a small piece of metal welded 

to the sheet metal/nuts unit for that valve) is included to insure that this valve 

will close. This is needed especially during the early moments of pumping, 

before the back pressure from the delivery tube is sufficient to force the valve 

closed. 
I would be interested in learning of your experiences with this design, and 

it (Dick Stanley).I am willing to share ideas on 
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Other Pumps 

Basic design principles for deep and shallow well simple pumps is 
contained in Hand Pumps for Village Wells (1975, 14 pages, $1.50 from VITA, 
3706 Rhode Island Ave., Mt. Rainier, Maryland 20822, USA). These pumps can 
be made with a variety of materials ranging from steel water pipe to PVC pipe; 
less efficient pumps can even be made of wood. 

Wellsof 
Wellsof 

A recommended book on wells is the Water Wells Manua' (1969, 156 
pages, $8.00 from Whole Earth Truck Store, 558 Santa Cruz Ave., Menlo Park, 
California 94025, USA). It requires a good knowledge of English but no formal 
training in water supply. The book provides "instruction and guidance to field 
personnel engaged in the construction, maintenance, and operation of small 
diameter (up to 4"), relatively shallow wells used primarily for individual and 
small community water supplies." 

Other Uses: Rotary Power 
An application of the basic windmill for rotary power is shown above. An 

easy power transfer to rotary motion is achieved by using a simple table and 
shaft with a friction drive. This unit is easily controlled using a simp!e lever 
which lifts the rotary table off the drive wheel. The lever is foot or hand 
operated and mounted at ground level. Braking could be done by locking the 
shaft. 

A wide variety of options exist with this design, including: rotary
centrifugal pumps, workshop machinery and grain grinding equipment. 

A rotary table mechanism is much easier to make than the eccentric 
wheel/rocker arm design, and is worth serious consideration if rotary power is 
your need. 

Rotary table is 
approximately 3' dia.
 
drive tire. When 12" dia.

hub turns at 50 rpm,

this gives about 20 rpm

shaft speed. Reduce or
 
increase this shaft speed

by changing pulley rotary table
 

NOTE: this designrequires removalr 
of rocker arm 0
 
and change
 
n brake location 

replaceable
bushings made
 

half-sections
 
pipe
 

foot clutch
push down to 
move drive shaft
up-this liftsball berigsaover hubwlerotary tablebalbearings above hub wheelas "throwout and disengages i 

bearings" 

spring catch 

FIGURE 32. ROTARY DRIVE FOR GRAIN GRINDING, POWER TO WORK-
SHOP TOOLS, ETC. 
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Useful Data & Design Formulas 
be 	 orThe following formulas and charts can useful in the design 

adaptation of a windmill to fit your particular environment. Where examples 

we have used data from the Arusha windmill.are needed, 
First of all, the basic sets of equations are: 

Power in 	the Wind 

Power in the wind = Velocity 3 X Area 
Velocity = wind speed 

2
Area = area swept by the windmill blades when turning (Tfr , where 

r= radius of wind rotor) 

If we use actual units of power, wind speed, and area, we get: 

Power = .0012 X V3 X A= 


where Power is measured in foot-pounds per second (ft-lbs./sec) 
V (wind speed) is measured in feet per second (ft/sec) 
A (area) is measured in square feet (ft2 ) 

If we want to measure power in horsepower, instead of ft.-lbs./sec, we need to 
know that: 

1 horsepower = 550 ft-lbs./sec 

Therefore, 

550 

Horsepower = .0000022 X V3 X A 

With any known wind speed and rotor diameter, we can now figure the amount 
of horsepower in the wind passing through the machine. Only a part of this 
power can be captured by a windmill. The theoretical limit of the power that can 
be extracted by a windmill is 59% of the power in the wind. Considering the 
friction losses and other inefficiences in the windmill, we can expect the 
windmill to capture only 10-30% of the energy in the wind. 

Power Obtained by the Windmill 

If we take the formula for horsepower and include an efficiency factor E (a 

measurement of the efficiency of our windmill in converting wind power into 

pumping power), we can get a realistic figure for the actual power we will 

obtain at a particular wind speed: 

Horsepower = .0000022 X (KV) 3 X A X E 	 ~f 

where V = wind speed
 
K = a constant to adjust the units of V
 

(if V is in mph, K = 1.47
 
if V is in ft/sec, K = 1.0)


A = swept area of the windmill, measured in ft2 (=Ttr 2 where 
A = 	 radiu of otr)windmill r 

ourE = efficiency factor (for practical purposes, design has an 

efficiency factor o f a .5 

efficiency factor of about .25) 

Thus the horsepower of the 16.5 ft. diameter Arusha windmill, in a 20 mph 

wind 

.0000022 X (1.47 X 20) 3 X (rrX 8.252) X .25 = 3.0 HP 

Note: For metric units the formula for horsepower is: 

Horsepower = .000236 X (KV) 3 X A X E 

where V is measured in meters/sec 

3.28
A is measured in m 

It is worth 	noting, however, that for the wind conditions in Tanzania, the 
efficiency is not as important as the low-speed "torque" of the wind rotor. This 
is because the windmill works only for a short time before it slows down, 
changes direction, and starts up again-capturing the energy of the wind 
gusting from a new direction. The Arusha windmill was designed for this 
start-up ability rather than for continuous high-speed efficiency. 

What is "torque"? Torque is a twisting force, measured by the amount of 
force applied at a certain distance from the main hub shaft-the center of 

rotation. The units of measurement are inch-pounds. 

Torque = 	3300 X D X HP
 
(U/V)tip X KV
 

where 	D = diameter of the windmill rotor in feet 
HP = horsepower 
U = speed of the blade at the outer tip(= 2rrrN /60) 

w radis of rotor 
N = winsper inte(V = velocity = wind speed in ft/sec 

(U/V)tip = blade speed at the tip
wind speed 

- about 2 for the Arusha windmill 

K = a constant to adjust V, same as in horsepower formula 
f V is in mph, K = 1.47 

if V is in ft/sec, K = 1.00 ci 
V is in meters/sec, K = 3.2 continued 
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Thus, the torque of the Arusha windmill in a 20 mph wind = a given height. All of this information combined will allow us to go back and 

3300 X 16.5 X 3.0 calculate the size of the windmill required to pump the water needed, under 
2 X 1.47 X 20 = 2,778 inch-pounds normal wind conditions. 

For our area, a 400-foot well yielding 400 gallons of water per hour wouldThe starting power of a windmill is of greatest interest, and this is called meet the livestock and domestic needs for a rura village. Using either of the
the 'static torque.' ThL, is typically 1/3 of the 'dynamic torque' (calculated charts of Table 2, we see that 400 gallons per hour at a 400 foot depth requiresabove). Windmills usually have to lift a full load of water as they start up, and about 1.9 horsepower. From earlier calculations, we have found that thethis usually makes them slow starting. However, by coincidence the natural windmill was producing 3.0 horsepower in a 20 mph wind. Thus, as long as theinefficiency of the pump leather seal allows some slip in the pump which wind is blowing at 20 mph we have more than enough horsepower to lift the
partially compensates for the starting probem by reducing the starting load. water we need. 

In the Arusha region, however, 15 mph winds would be more typical, withMatching Power to Water Yield a 10 to 15 hour duration each day. At 15 mph, the Arusha windmill would 
How can we measure the amount of power from the windmill required to produce about 1.25 HP. From Table 2, we see that about 300 gallons of water 

pump water? Below is a standard table for calculating the water yield that per hour could be pumped from our 400-foot well. 
The horsepower a windmill produces at a given wind speed depends on thematches the horsepower being produced by a windmill (Table 2). If we know diameter of the wind rotor. You cannot change the wind patterns in your area;

what the wind speed is (see final section), the formulas already given allow us you can only calculate how much power you can expect to get using different 
to calculate the horsepower available for any windmill size. Table 2 allows us to wind rotor diameters. The Arusha windmill design presented in this manual is
calculate the horsepower required to pump a given amount of water per hour to a fixed 16-foot diameter design. Thus, if you need more horsepower for your 

pumping tasks you will have to build more than one windmill. And if you need 
FLOW RATE 100 200 J300 400 less horsepower, be sure that you do in fact have as much wind energy

50 .05 .10 1.16 .24 available as we do in Arusha region. Arusha region has a greater than average100 .09 .20 .33 .47 amount of wind energy available.200 .18 .40 .66 .94 HORSE You may find that you need very little horsepower in a low-lift application.HEIGHT 400 .36 .80 1.3 1.9 POWER For example, the 16-foot diameter Arusha windmill will lift 10,000 gallons600 .54 1.2 1.9 2.8 (38,000 liters) per hour from a depth of 6' (2 meters). At 5 mph wind speed, the800 .72 1.6 2.6 3.8 Arusha windmill would lift 400 gallons of water per hour from this depth. You 
1000 .90 2.0 3. 47 

5....... may need much less water than this-if so, it would be better to build alow-cost, smaller diameter sail windmill more appropriately sized to the 

GALLONS PER pumping task you have. You can use the formulas we have presented here to4 HOUR determine approximately how big your windmill should be. 
400 , 

HORSEPOWER 00 

200 

0 200 400 600 800 1000
 

DEPTH (FEET) 
From bottom of well to top of discharge
 
point for the water (top of storage tank if present).
 

Table 2. Horsepower, Depth of Well, Flow Rate 



42 

Wind Measurement 

The above calculations can be done reliably if you know what the wind bicycle) it will require about 80 revolutions to add one unit. Thus you might get 

speed tends to be in your area. However, there is very little reliable data only 15 units on the counter after driving 5 minutes at 15 mph. In this case, 180 

usually available concerning wind speed, except at airports, in any country. units on the counter would represent 1 hour of 15 mph wind. 

In Arusha region, we did have some data from other sources. The records continued on next page 

were poorly kept, however, and the measuring stations were 125 to 200 miles 
apart! To get really good data, it would be necessary to spend $5000 per wind 
station and measure data for 5 years; and then the data would fail to show the 
significance of changing winds and occasional gusts. 

Our answer to this lack of data has been to use the windmill itself as a 
measure of wind speed. The whole unit costs only about $300, and if the wind is 
found to be insufficient, the upper part of the windmill can be removed and 
taken to a more promising site. The tripod is then left behind, where it is useful 

in removing the water pump (rperated by some other power source) for repairs. 
If you can't afford to buy and maintain an anemometer, you can make one -

that will give you some idea of how much wind is available (see Figure 33). 
Some kind of rounded, light-weight (but solid) plastic cups are needed. If these 
cannot be found, the next best thing to use are cone-shaped cups, which you 
may have to make yourself. The counter on this anemometer could be a 
USF2.00 plastic bicycle odometer (used to measure the distance a bicycle/ " 

travels). 
The rotational speed of the anemometer is proportional to wind speed, ..
 

which means that the number appearing on the counter in any time period will . ,
 
be proportional to the average wind speed. The device can be put on top of a
 
pole and placed at the height intended for the windmill rotor. The count can be ->.
t'-"° 

recorded every day or every few hours. If there is a regular time of day when_.- ...
 

the wind always blows, you may want to measure this separately....
 
The only difficulty is to match the numbers on the counter with a known Y 

measure of wind speed. The easiest way would be to run it next to a borrowed 
commercial anemomete, and simply compare the results. The production of a 
number of these low-cost anemometers would be a great help in a regional wind 
power development project. Since you probably can't borrow a commercial 
anemometer. you can instead attach your home-built anemometer to a pole tied 
to a car or truck, when there is no wind. Using the car's odometer (mileage 
indicator) and a watch with a second hand. you can made several test drives at a 
steady speed. This will give you a good estimate of the proper relationship Figure 33. A Home-Built Cup Anemometer 

For Measuring Average Wind Speedsbetween the numbers on the counter and the wind speed. You can also do this 


with the car's speedometer. For example, you drive a steady 15 miles per hour
 
for 5 minutes. The counter reads 1240. Multiply this by 60/5 to get the expected
 
count for one hour at 15 mph (1240 X 60/5 = 14880). Therefore, one hour of 15
 
mph wind would produce somethiog close to 14880 on the counter. If you are
 
using a bicycle odometer with 1/10 mile as the smallest unit (when used with a
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continued from previous page 

Another way to measure wind is to use the hand-held gauge shown in 
Figure 34. The angle at which the ping pong ball hangs can be used to compute 

the wind speed. For example, if the wind pushes the ball bask to 60 ° , the 
corresponding wind speed is about 14.9 mph. 

An even simpler way to estimate the amount of wind energy available is to 
observe the effects of wind on the environment. Table 3 shows the Beaufort 

Scale, which matches natural evidence of wind speed to a measured scale. This 

will give you an estimate of the wind speed at any particular moment. 

7 "' calibration data 
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Figure 34. A Simple Hand-Held Wind Gauge with 
Calibration Data (based on C.L. Strong, Scientific 
American, October 1971). 

Ta- '. Qualitative Description of Windspeed 

Wind Speed Wind Effect 
(mph) 

0.-1 Calm' smoke rises vertcally. 
2-3 Direction of wind shown by smoke drift 

but not by wind vanes 
4-7 Wind felt on face, leaves rustle. ordinary 

vane moved by wind 
8-12 Leaves and twigs in constant motion; 

wind extends hght flag 
13-18 Raises dust, loose paper, small branches 

are moved. 
19-24 Small trees in leaf begin to sway, crested 

wavelets form on inland waters 
25-31 Large branches in motion; whistling 

heard in telegraph wires, umbrellas used 
with difficulty 
Whole trees in motion; inconvenience 
felt in walking against wind. 

What we need next is some long term evidence of wind energy, such as 

trees bent in response to continual wind over a long period of time, sand or dirt 

left by the wind, or differences in plant growth in windy areas. 
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Tower Height 
There are two ways in which tower height contributes to the wind energy 

available: 1) by lifting the windmill above and away from houses, trees, and 
other obstacles that cause turbulence at ground level, and 2) by allowing the 
windmill to operate in the stronger winds that exist at higher elevations. 

Over an open plain, wind speed increases with tower height as shown in 
Table 4, below. 
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Because the power available increases proportionally to the cube of the 
wind speed, a small increase in wind speed has a great effect on the windmill's 
ability to pump water. For example, the 30% increase in effective wind speed 
on top of a 20-foot tower compared to a 5-foot tower would mean a 120% 
increase in power available. If the tower were extended to 30 feet, the power 
gain would be 190% (or 30% more power than for the 20-foot tower). Of course, 
towers cost money, and at some point it is not worth building up any further. 
Shown in this manual are 20-foot and 26-foot towers which have been tested 
and a :. quite adequate for conditions in the plains of Arusha. An option for an 
untested 30-foot tower is given also. Above that height, the tower would have to 
be constructed using larger diameter pipe and cross bracing. 

The local shape of the land affects wind speed greatly. In hilly areas, 
moving the machine 100 feet can have a dramatic impact on the amount of wind 

energy captured. This is another reason why expensive data-gathering 
techniques are of questionable value. Windmills should be located away from 
all obstacles that might create turbulence. 

In plains regions, the wind usually does not vary much from spot to spot.Once such an area has been determined to have sufficient wind for water
pumping, one can safely build many windmills. Some of the Greek islands, for 
example, have what appear to be entire forests of windmills turning in the 

wind. 
Because a large number of windmills can be used in the same general 

area, the concept of efficiency does not have the same meaning for windmills as
 
it has for other devices that use a limited fuel or power source. It is often better
 
to have several relatively inefficient but very low-cost windmills, rather than
 
one efficient but expensive windmill: the power source is free.
 

Table 2 is from Jack Park's Simplified Windpower Systems for Experimenters, a highly

recommended reference book (see review on page 52).
 

Figures 33 and 34, and Tables 3 and 4 are from Other Homes and Garbage, by Leckie,
 

Masters, Whitehouse and Young, 1975.
 



45 

abundant-very plentiful; more than sufficient.
 
access hole-a hole in one part that allows you to get inside to change or 

lubricate another part.
 
adequate-sufficient; enough.
aligned-o be in a straight line. 
alignment-arrangement in a straight line, 
alteraiions-changes, 

alteatins-hanes.dies-tools 

anchor pins-pieces of metal which are placed in the concrete foundation and 

con.-ect tne windmill tower legs to the foundation.
anemometer-a device for measuring wind speed. 


axes-more than one axis. 

axis-a straight line on which an object rotates. 

axle-a rod on which a wheel turns.
 

back pressure-pressure in the opposite direction to the flow of water. 

barren-without much plant life. 

tearing housing-a pipe that holds the bearings in position.
 

bore hole--a hole in the ground made by drilling, for a pump. 


boring-drilling,

orace-support, 

brazed-joined by melting metal. 

burrs-tiny rough pieces of metal. 
butt weld-to weld end to end. 

car jack-a device which can lift the heavy weight of a car a short distance off 


the ground. 

casting-a process of shaping metal in which the metal is melted and poured 


into a mold. 

center punch-a tool with a hard pointed end which can be hit with a hammer to 


make a dent in metal. 

clamp-hold together firmly. 

clearance-open space between two parts. 

constraints- limitations, boundaries. 


convert-change into. 

corrugated-having parallel grooves and ridges. 

corrugation-one of the parallel grooves or ridges of corrugated sheet metal. 

counter balance-a system in which one weight balances another, making both 

easier to move. 

cross bar-a bar or pipe which connects two other pipes. 


cross braces-supports which go across the main supports. 


cross bracing-a set of supports that go across and strengthen the main 

supports. 

cross section-a view of a part as if that part were cut in half. 


cup anemometer-a device for measuring wind, that catches the wind with 

cup-shaped parts that turn on a shaft. 


Glossary 

data-information. 

deflection-movement away from the normal position.dia.-diameter.
 
diaphragm pump-a pump that operates as a flexible wall collapses and
 
expands.
 

used in cutting threads on steel rod to make bolts. 
dies- used in cutting e l t a olts.e 
drill° press-a workshop machine for making holes at a precise angle (usually9 nmtlo od 
drive mechanism-the part of a windmill that operates the pump; in this
 
windmill either the eccentric wheel or crank alteration.
 
duration-the time that a thing continues.
 

eccentric wheel-a wheel in which the axle is not at the center point; in this
 
windmill, as the wheel turns, the axle moves up and down.
 
enlarge-make bigger; make larger.
 

fabrication-construction; manufacture.
 
feathering-a system in which the blades on a windmill are designed to change
 
their angle to the wind as the wind speed changes.
 

fittings-small parts used to join, adjust, or adapt other parts.
 

flange-a collar on a wheel to hold it in place and give it strength; specifically, a
 
collar on the eccentric wheel of this windmill.
 
flux (brazing)-a substance used to help metals fuse together.
 

foundry-the process of melting and molding metals.
 

friction-drive-a power system in which power is transferred from one part to
 
another by forcing the two parts to rub together.
 

friction losses-power (energy) losses due to the rubbing of parts against each
 
other, creating small amounts of heat.
 

galvanized-metal covered with zinc to protect it from rust.
 
governing mechanism-a device which changes the angle of the blades to the
 

wind as the wind speed changes, allowing the windmill to operate more
 
efficiently.
 
grease (verb)-to lubricate; to put grease on something.
 
grease nipples-small metal fittings through which grease can be pumped; for
 
example, to lubricate bearings inside a pipe housing.
 
grinding wheel-a workshop tool that has a wheel with a hard, rough surface,
 
used to smooth or remove small amounts of metal from a tool or part; also, the
 
wheel portion of this tool.
 
gusset-a triangular metal brace for reinforcing a corner or angle.
 

gust-a sudden, strong rush of air.
 
gusting-blowing in sudden, strong rushes of air.
 
guy wires-cables that strengthen the blades and keep them in position.
 

gyroscopic force-a force which makes a spinning wheel tend to stay in its
 
original plane of rotation.
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hacksaw-a hand saw for cutting metal. 
housing-a frame, or pipe for containing and supporting some part ormechanism, 
hub extension-a piece of pipe which sticks out from the front of the hub andprovides a place to attach guy wires to strengthen the blades. 

I
inertia' forces-for this windmill, forces which tend to make the windmill
remain stopped if it is already stopped, or tend to make it keep moving in aparticular direction if it is already moving in that direction. 
insert-to put inside something. 

isometric view-a method 
of drawing figures in which three dimensions are
shown not ;n perspective, but all dimensions are shortened to give the
impression of proper relative size. 


jack (car or automobile)-a device which can lift the heavy weight of a car a 

short distance off the ground. 


linkage-a part that connects two other parts.

load-the weight to be lifted by the windmill pump rod. 

load bearing surface-the surface supporting the entire weight of the windmill 

superstructure and the pump system.
lubrication-application of grease to make slippery or smooth, 

maximize-to make something operate at the highest possible level, 

mechanical governor-see 'governing mechanism". 

metal-working lathe-a workshop machine which can cut circular shapes out of

metal. 

milling-the grinding, cutting or processing of metal. 

modified-changed slightly. 


nipple-a piece of metal with a small opening through which water or grease 

can be forced. 


obstacle-barrier; something that gets inthe way. 

odometer-a simple counting device that records the distance a vehicle has 
traveled.
optimum-best, 
optimm-bies. pstops-drops
options-choices, possibilities. 
parallel alignment-two axes lined up exactly parallel to each other, 
perpendicular-at a 90' angle.
pipe fittings-small pieces of threaded pipe used to connect two longer pieces.
pitch adjustment- adjustment of the angle at which the blades are attached. 
pivot-turn on an axis.
plunger-the part of a diaphragm pump that moves up and down. 
pop riveting-connecting two pieces of metal by forcing through and flattening 
precise-exact. 

pump rod-the steel rod going from 
 the top of the windmill to the top of thepump: it moves up and down. 

pump stroke-the distance the pump piston travels between its highest and 
lowest points.
punch-to knock a hole in a piece of metal using a hammer and a sharp tool. 

radial guy wires-guy wires connecting the blade tips to the hub extension, to
strengthen the blades.
radius of curvature-the curve required in a part is as if the part were following
the edge of a circle with the radius given.
reciprocating pump-a pump in which the movement of a piston up and down 
forces the water up.
 
remote areas-areas difficuit to get to from outside.
 
rigid-stiff.

rocker arm-a support mechanism which turns on a shaft at one end and moves 

up and down at the other end.
 
rotary motion-turning, rotating.
 
rotary power-power provided by a turning shaft.
 

sealed ball bearings-hbali bearings in which lubrication is not required.

seasoned hardwood-hardwood that has been cut and allowed to dry for a 
long
time.
 
segment-piece of something.shear block-two pieces of wood which clamp two pieces of purnp rod; under
normal conditions this connects the pump rod pieces, but under greater stress 
one of the pieces will pull out of the block.
 
sheet metal forming-shaping sheet metal to whatever form is desired.

shim-a thin piece of metal used for filling space or leveling.
 
smear-spread around.
 
snug-close fit.
 
socket-a piece or part into which something fits.
spacer-a piece of metal used to fill space so that two pieces will come together
 
at the right point, or clear each other.
 
speedometer-a device in a car which measures the speed at which the car is
 
traveling.
 

braze-to braze in small
spotspot weld--to weld in small spots.spots. 
of weld or indentations in a bearing housing to prevent thebearing from sliding in or out. 

stress-force acting on a part that tends to strain or alter its shape. 
strut-a brace: a support which resists pressure in the direction of its length.
superstructure-a structure built on top of another. 
swept area-the circle made by the blades of a windmill as they turn. 

tabs-small pieces of metal that are bent for some purpose.tack weld-to weld temporarily with a small amount of material. 
tap-to cut threads on the inside of a hole in a nut. pipe. or piece of metal. 

terrain (rough)-land that is difficult to move through.
thermal winds-winds caused by the heating of the ground by the sun.threading equipment-tools that can cut threads into metal rod to make bolts.and cut threads inside holes in pipes or pieces of metal. 



47 torque-the fcrce that acts to produce rotation; a twisting force. 

triangular-having three straight sides. 

tripod-a support having three legs.
 
turbulence-irregular motion of air.
 
turnbuckle-a simple steel device made of two eye-bolts screwed into a piece of 

steel housing; when the housing is turned, wires attached to the eye-bolts are

either tightened or loosened; used in this windmill to adjust the tightness of the 

radial guywires. 


U-bolt-a U-shaped bolt with threads and nuts at both ends. 

uneennss-roghnssireguariy.1unevenness-roughness, irregularity. 

varnished-covered with a paint-like substance made of resins dissolved in oil; 

for protection from damage by the weather.
 
vertical axis-an axis that follows a line straight up and down. 


wear ring-one of two pieces of steel rod bent to form a ring and rub against 

each other as the windmill pivots in the wind.
 
welding rod-a special rod of metal that is melted during the welding process 

when two pieces of metal are joined.
wind rotor-the turning wheel and blades of the windmill. 

- EngishMeticConversionC o n v rsiL

Metric English 

Length Length

1 mm= .039 inch (.003 foot) 1 inch = 2.54 cm (25.4 mm)

1 cm =.39 inch (.033 foot) 1 foot = 30.5 cm (.305 meter)

1 m .39 inch (3. feet) 1 mile 30.6 kilometer 

meter = 39.4 inches (3.28 feet) 1 mile =1.60 kilometer 
1 kilometer 0.62 mile 

Area Area 

1 square cm = .155 square inch 1 square incn = 6.45 squarecm
1 square meter = 10.8 square feet 1 square foot = .093 square meter 
1 hectare = 2.47 acres 1 acre = 0.4 hectare 

Volume Volume 
1 cubic cm = .061 cubic inch 1 cubic inch = 16.4 cubic cm1 cubic meter = 35.3 cubic feet 1 cubic foot = .028 cubic meter 
1 liter = .264 U.S. gallon 1 U.S. gallon = 3.78 liters 

Weight Weight 
1 gram = .035 ounce (avoirdupois) 1 ounce (avoirdupois) = 28.3 grams 
1 kilogram = 2.2 pounds 1 pound = 0.45 kilogram 

Temperature Temperature 
*C. = 5/9X(°F.-32') 'F. = (9/5X°C.) + 320
 
Example: How many *C. = 77 °F?
 
5/9X (77 *F.-32° ) = 25 *C.
 

Energy Energy 
100 calories = .396 BTU 1 BTU (British Thermal Unit)
100 watts = .134 horsepower = 252 calories

1 kilowatt-hour = 3413 BTU 1 horsepower = 746 watts (.746 kw) 

Common Abbreviations Common Abbreviations
 

millimeter (mm) inch (")

centimeter (cm) foot (ft. or')
 
meter (m) ounce (oz.)
 
kilometer (km) pound (lb.)
 
gram (gm) horsepower (hp)

kilogram (kg) British Thermal Unit (BTU)
 

Speed Speed
 
1 mile per hour (mph) = 0.45 m/sec 1 in/sec = 2.24 miles per hour (mph) 
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pages 42 and 53.)
The tind poixer axailable is also determined by the 'sept area'' of the 

blades. A 10-toot diameter rotor %%ill sixeep an area 4 times as large as thatAdditional Reading a ,-foot diameter rotor, the larger rotor should be able to capturestxept by
about 4 times as much poiser from the wind. As rotors get larger, hotexer,

This section was reprinted from the APPROPRIATE TECHNOLOGY balancing becomes more difficult and s ibrations become more of a problem.
SOURCEBOOK (also available from the AT Project). Some addresses for the The first part of this section is on iater pumping isindmills. ixhich can beused to provide ixater for graling animals or for irrigation of small plots (aboutbooks (from VITA, WETS, Mother Earth News, BRACE, and ITDG) are 2 acres or I hectare). Fi e of the follo. ing entries gi%e complete construction
provided at the end of the section. information for ixater pumping indmills that can be built of locally available 

materials in most deteloping countries. 
The small-scale generation oI electricit using %vindgeneratorsis the second

'A d machines,can be used to pump ixater or to generate electricits it is major focus of this section. Probably

a/sC possible to use them to drie machinero directl,; the giant Dutch about 500 vxatts is the practical ma]\i
Vindmi!s reached up to 14 horsepo %erand ixere used to grind grain into tlour mum output to expect from a home
in addition to pumping 
 isater (see Windmills and Watermills. reteed on built iindgenerator; hoixeer, some
 
page 159 t(,r niore on these Dutch indmills and direct use of isind poixer to sophisticated designs are beginning to

drixeeq 'uipe'nt) 
 appear for home-built machines ixith 2
 

I b sorr sindil/ in a strictl technical sense refers onlx to a txpe of or 3 times this capacity. This is one of

na(hint' that dri e, a mill to grind flour. In fact, hoixexer. the i;ord is often the most actie areas of experimentaused ais a ,eneral term Tor tind machines of all kinds. ' indgenerator is tion in alternate sources of energy, the
 
On,/i used to descrihe a machine that Lgenerates electricity. ears 1974-1976 sais the publication of /


Ihere are nian ditterent designs Tor oxint machines 
 iater pumping most of the best book, on the subject. I
i mIsl isni h'ait a s,/ox,.I turning voheel xxith mani blades ,%inn- an(] there is e er reason to heheegnerators us a/il haie2or i narr(ix blades vihich turn at a erx hiLh speed. that there xxill be more to come. A windgenerator with 3 wooden blades. 

f or , ind, ,t',rators, , ea ring is still needed to multipli the number ot 
re olitions p'r minute frpm) up to the range required hi a generator For
 
eampe a xhain a he charin, the batteries at 200orpm but on/i i
atore Is There A Place For the Windmill in the Less-Developed Countries?. paper.thlt -erinL: htas oultiplied this to at east 0t) rpm at the generator There are2 ' erriam, 1072. Tree on request from the East-West Technologv

antt ctr, tht a.titre deston do the dseneratorup and [,fe',lopmint lostitute, L:ast-West Center, 1777 Fast -Vest Road, Hono-

Tht' amount of puir axailable from the xdind depends of (ourse on the xind u, Haxai 06822
speed It is a peculiarit of o,.inn' poi.er that the energ axiiahle increases as This is an excellent papter- important reading Tor anvone seriouslv conthe (uAW' of the(i inn' xe/ocits This mean, that there is 8 Time's as much energs siderin the use 1)15 indni ll, in deeloping countries The author lists the mostin is inn mo',.ing at 2i0 mph as there is in o,%inn mox ing at i) mph There are important (onsinh'rations in choo sing to build a v.indmil, including thea1num iher of important consequences ot this pecuharit . one is that the mot tax urablh, (r(IMsan(t.'s Tor a \arietv of pox er needs Iour oreailing
r]t', ,ntg'r .10(1 builder nust pro ide son method of prote(rting tht' i indriili 

, 
t\ pt's or ,iin, Illis are )rit h t' \aiintd (the Dut( h, American multi-vane,

tr,'ii the tri 'lilt't/Ous tort' s of high id>. There ar, conmun methods tor prope.lhir, and Sax.tin us Rotori . and the iox or and other (haraterst ics of each
this a tt',itIt'rl 1, si stem tor modrterxt, strorn ' ind, in vhich the anLe/( of desiLzn irorl, t1 ht'rt' art' st-, ral tabhe, dras nins, and appenarte (oipre'd

the huh's. i. (hin,, so ilat mor' ot the is in(i is allied to pass throu.h the di(C,s %Iti stiplo)rt ii lntorinition
 
. trat',r t,'lo ,itt'tlin. it. a sstinI ihi.h (auses the iitl rotor toi tzurn Islinl applit ations aire part(Uladr]\ rt'o, i muri Jndt, [ht atLthor Inrlh ICI' a
sile t s (Ait ) t i mu It til/ hiLhcr isin'(x e!ocitiiw. aid a brak ,an( t, inng se'rie's i qA',ti s that sho)uld h1WisUIttul din,tetr'ti nl.i ihither to hLild a
it ; .,' s, sln7 t',r ',t'rx hiL'hi slu', In counties that haie sex.ert' tropiia, stiris isintlriil lat aill in a rur.ii art,,i lf arQu, 's that ((n ,'tn, a t'wOiino i( ,anal sis is 
si! is ii' inli l' , th(ii(.t'. tht'i. ,is , 

, 
Oiii ,ii's ( it 'J,'/x lit' ri'nlu.t, lt'a .Lg ottt'n t(is's t' thiit is rn.t is i/ ,mlig lii ,iii 

] (i'n pliat.(J dwl( orn rtaui and taiils to take In(i a(t Unt importanta " ,', nl '(i thte i trimi thi' llai. 'r. p i1t (ot xIcv'
1A.' o*th'r (()ll 'ilit':(ris (;t the pokx'r P u, rltaritis it is, p'e.et't'tl I'ili pioui -, i hiirt thu' l l ol x t'xtt','s 12 iph antd 'spt'ciall

im rt,,' 's L'ri'at/x atti'it the t ainldPosit()!7in. o! the tndmml// ko innd sp'tied is in pLl '.., xh'rt, it '.'ds 17,1n li x .lndllls shulid h (rnsilrt,( tiir use as 
12 i'ir ih', t .stt'r aiiI. t' .ro m i leit/. tu)r tI) rri, ' n antia toon xn tiiroi( /t'nct' i s I t'i , liI ,'ntr1i/,tl(' tt't s r TI m l and th ttri( ,il o .t r Thir e'(m Onmil
cainst'ii hi trf''s, h(;U.s',, or other ohistatl '., ,indoil .ire usijili p/a(r'ti 

h , 
on top altrat t t'Oit'ss 5 li ltt. t*1 st xlii i etls, (entral station pox',%r is notror _10- t,, 41)-to(, toixt'rs lhi' iindt speed is x'ri much air e(ted theI' locail 1ixilthlt' dnd liquid tmi'tri 'tm Ilo's art' i'.pt'\ risx Or-'unLi thlt,'l Ihih greatt's

rt',illrtiphi, this ma.kt's ite selection iniportfin t lhe top of a stll!l hi/ %l/ roiilt'nu is that 'ati instilialion must hi' t' iini'tr'cl t the (haira(tertislics ot',iail/i hast' much mort' isinn i'nerg amai,'ahl' than the bottom of a hill (Sec th' !()aadn( 0than, a(1(!xxld 1hi' t'slmt'rtosi' li do this kind of instillation enri, , or Other Homes and Garbage and Build It Yourself Science Lab Tor .ill1'tr1ig is ni)t xt'i ailmh, lin thi' lt,, dft'x-ht'pid (Mit r'i,
atliJitmonal intrmal ittn imd nieasiring dexit' s to aid in site .,electim-on I lht t . s ot hi,ol t, vhiih ,i ntdmlls ha,.x, traditinjallx ht'tn ,ippll and to 



49 

which they could reasonably be applied no%% are 1) pumping water for human 
or animal consumption, for crop irrigation, for drainage of land; 2) mechanical 
powser for operating machines of the flour milling or small-scale industry type, 
and 3) generating small amounts of electricity to charge storage batteries, in 
order to operate radios and other electrical appliances.. The amount of 
electricity required to operate radios...is not large and its value is high.'' 

A Survey of the Possible Use of Windpower in Thailand and the Philippines, 
book, 74 pages plus appendix. VV. Heronemus, 1974. on request from Agency 
tor International Development. Washigton DC 20523, USA. or S6.00 from 
NTIS (Accession No PB-24i 609) 3WE, N-74, foreign orders add 52.50 
handling charge) 

This remarkable book is not the kind of report one has come to expect from a 
USAID contract It is easy to read, and the author's emphasis, at least for 
water-pumping windmills, is on the use of local materials and locally available 
skills It ans%%ers favorably the question ''could windpower be used by the 
peasant farmer in Thailand or the Philippines to improve the quality of his 
life?'' 

''Numbers of six-sail wind machines are currently in use in the salt works 
around the northern shore of the Gulf of Thailand The machines are of about 6 
meters diameter and use bamboo spars, rope and wire to form a wheel which 
carries 6 triangular sails, each woven from rush or split bamboo." These 
machines dri\,e the paddles of the traditional water-ladder load-lift pumps. The 
author recognizes that wxhile efficiency could be greatly improved, the Current 
machines are 'admirabl, sized to the task they are to perform" and the 
primarv limiting factor is not in the machines but in the land available for salt 
evaporation, 

For use in irrigation, the author makes some stimulating suggestions for 
improvements in the sail windmill design and for local adaptation of a wooden, 
16-bladed fan mill. "The blades would be of molded plywood, made between 
matched concrete molds in the existing Bangkok plywood factories.. Each 
laminated blade would be inserted into a wood spoke and the spokes would in 
turn be brought to an iron banded wood hub. The entire wheel would be a 
timber (plus glue) product, producible by native artisans possessing the same 
skills and tools required to build the water ladders." 

Most of (he report is focussed on Thailand, but the contents are of general 
interest to people in any area where there is a need for low-lift pumps for 
irrigation. Photos of the sail windmill and water ladder are included, 

Considerations for the Use of Wind Power for Borehole Pumping, leaflet, 15 
pages, AT Unit Report, 1976, send nominal sum for postage to Appropriate 
Technology Unit, Christian Relief and Development Association, P.O. Box 
5674, Addis Ababa, Ethiopia. 

An introduction to the basic considerations for the use of multi-bladed 

windmills for water pumping. Explains the importance of site selection, rotor 
design, and the other major components along with the criteria that affect 
these choices. No plans or detailed information given, 

Food from Windmills, look, 75 pages. Peter Fraenkel, 1975, L2.50 or
US$5.00 surface mail froi, ITDG. 

MATERIALS pvc pipe, angle iron, steel water pipe, commercial piston pump, 

steel bar, styrofoam block and half oil drum for float. 

PRODUCTION: some welding and metal-cutting. 


This book is to be recommended to anyone doing work on the design of 
lo%%-cost windmills for irrigation It thoroughly covers the %ork of the American 
Presbterian Missioli on adapting the Cretan sail windmill for use in an 
isolated area of Ethiopia. 

The report contains drawings and photos of the necessary components 
Much of the text discusses the design, problems, and resulting modifications. 

Through the increasingly honored soft-technologv approach of 'racing' one 
design against another (rather than getting involved with expensive monitoring 
devices), the Mission was able to come up with a windmill that would pump at 

I 
Two views of a sail windmill 

almost twice the rate of a commercial American Dempster multi-blade 
windmill. (This was partly because the sail windmill, due to its relatively light 
weight, was constructed so as to sweep a larger cross-sectional area. The sail 
windmill also outperformed 3 Savonius rotor windmills.) The most impressive 
design had the following characteristics: 16-foot diameter rotor when rigged 
with four sails, operating at a static head of 9 feet, would pump 1300 gallons 
of water per hour in a 14.5 mph wind 

The application of this windmill is interesting Pumping is directly from a 
river that has a water level variation of 2 meters; - float is used as part of the 
intake. 

The experiments have resulted m a design which has 8 arms The number of 
sails actually used depends on the wind at the time The ,wner/operators put 
up the sails in the morning and adjust them while the mill is in use; when work 
is finished in the fields, the sails are removed for safe-keeping (%%hich also 
protects the mill from damage in case of a sudden storm and high winds) Thus 
these windmills are not taking full advantage of the 24-hour avAilability of 
wind, though in these circumstances the windmills are in operation during the 
peak wind velocity period. 
A 3-legged toner is about 15 feet high, built of angle iron, and needing no 

foundation other than impacted soil. 1/'' pvc plastic pipe oras water from 
the float, which is made of a styrofoam (polystyrene) block fitted intc half an 
oil barrel for protection. There is a foot-valve at the bottom of the pipe to keep 

the prime. 3" diameter commercial piston pumps are used. The crank shaft 
and connecting rod are made of steel bar and water pipe; some of thesebearings are hardwood. The sails were made of donated Dacron sail cloth, 
which was both strong and resistant to the deter,oration that comes from 
continuous exposure to strong sunlight. Cotton is claimed to be not generally 
strong and long-lasting enough; the kind of cloth sail used in Crete is not 
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identified Some experimentation %%as done with detachable aluminum sails, 
made from surplus roof cappings; these were claimed to be ''readily available 
and cheaper than Dacron in most areas. more durable than locallv-available 
textile " 

B[,August 1975, 19 *'indmillsof ,arious t\pes were being used bv villagers, 
and another 5 w\ere operating on the mission grounds. The 11-foot design has a 
cost estimate ot USS250-3350, almost all of which goes for the steel, the p~c 
pipe, and the commercially-purchased pump. This is about 1 3 the cost of a 
delivered factor;-produced model of similar capacity. Costs might be signifi-
cantly reduced i areas with a supply ot strong bamboo and wood materials 

q 4 

S"''Labor, 

III 
The homemade windmills of Nebraska 

The Homemade Windmills of Nebraska, book, 78 pages, E Barbour, 1898 
freprinted 197f . 53 froii Farallones Institute, 1529( Coleman Valley Road, 
Occidental, Ce.iifornia 95465, USAarorhalit 

Sketches are provided of mor than 00 different mdmills The\ appear 
roughlx ii order ot efficiencn, and the text explains the advantages and 
diad,.antages ot each. The books .-.as \ ritten ,.ith the express purpose of 
providing good models to copy, so that builders .%ould benetit trom the 
experiences ot other, 

This is a remarkable little book. Our first reaction was to ignore it-there 

have been some significant advances in windmill design since 189)8. But choice 
of windmill design involves cost as well as efficiency, and a lot of these 
windmills could be built tor almost nothing-using only local materials This is 
a great idea book many of these designs could be adapted to use bamboo poles 
and woven bamboo mats for the blades or sails, along with wooden bearings 
and power transmission arms In fact, ifcombined with simple lox-Iift pumps, 
a water-pumping w*indmill could be put together for an extraordinarlh, ,mall 
cash outlay in manvdeveloping countries. The designs are so simple that any 
carpenter could put one together just by looking at an existing machine This is 
exactly how they spread all over the state of Nebraska in the United States. 

The majoritv of the machines do not have the capabilitv of turning to accept
wind from anv direct on, the\ %%*ere designed for areas %.*itha pre\ailing, %ind 
from a dependable direction However, sone of the machines do rotate to face 
the wind, and others are vertical-axis machines for which %,,inddirection is not 
important. I . Bald%%in of the CoEvolution Quarterly says this book may result in 
more working machines than any other. After seeing this book, we think he'sright. 

it is found, is contributed freely to such %,ork, at tines %,henmore 
important work is practicall, at a standstill '' Many of the farmers 'put them to 
work in various Va,.s to save hand labor, such as running the grindstone, the 
churn, the feed grinder, the corn she!ler, the .,ood sawx , and other farm 
nachinery.'' It is also interesting to note that man\ of tle farmrers \*ere 
wealthy and didn't purchase a shop-made mill (v,hich was more efticient) 
because they could build a heax er duty, cheaper mill themnselves 

The text is full of 'case studies" of the farmers and their mills 
Highl, recommended 

Low-Cost Windmill for Developing Nations, booklet with dmnensional 
drawings, 40 pages, H. Bossel for VITA, French edition also available, $2.00 
from VITA. 
MATERIALS rear axle and ditferential of a small car, sheet metal, pipe, steel 
ribbon rod angle iron channel, and ,ood 
PRODUCTION some velding, steel drilling, and sheet metal cutting 

'Construction details for a lo ,.-cost \x.indmill are presented The ,.ndmil' 
produces one horsepo *%erin a v mid of 4 i ec ( 14 3mph), or t\*xohorsepower 
in a w*ind of 8 1 m sec 18 0 mph) No precision %*orkor machining is required, 
and the design cal be adapted to fit ditferent materials or construction skills 
The rotor blades featiher autoniaticall\ in high %inds to prevent damage A 
full-scale proti)txpe has been built and tested succesStullx 

Performance data c The ,,idnd ill is best used to transinitIS i Iluded 
mechianial enerQx ,but also can be connect,-d to a generator 

Sahores Windmill Pump. booklet, 80 pags. I Sahires 1075 $ti troni 
IliiiilSs.ion on ithO,(hirthTics' Participat!onIll [t)e-tdr' IlWoit.' \,rhd (-LurlI ot

Churi le, 17() Route d' I 'rnt\ . 1211 Cenexa 2) S%% t,nrland 

.\.\II k-I' 'NI biml ,)(i()rvmwl (Jth. n\on Strings, inner tube, axle (rankand hin'arii ln,tjiplitrts- r'miIc~t 1f Irii)n d teel[
shal n si M'ts 1 a Ior r a ndel 

o slt 


FR(DLV(I0 () I, . ,(dlnt2and metal %,ork htr axh, an( (rink.,hlt 
I reiich IlIaLJJt edit It'llrn n(Ix hi . er . the -,tep - ,stri lt 'itttl r plansI> 


are so (h0,il'( that thet unit ha,, btt'i bLJIt ith t tnt a translatt nW :i'It ltext 
gruL ot IrI n h e'ii rl,t'ri.,hi, ( hphd a liht0 ,,sm leh, udmill nilh 

using ba ihoti s i k,. 1,,thand strillg "xhii1 sets, in moti,,n a ,tandarc v,.,tt'r 



pump (de",ign not inclUded) Onl,, the velded transmission niechanism needs 
some sophistcation for manufacture This indmill incorporates the primary 
eleni nts of the American multi-bladed indniil Iat perhaps 5"(, of the cost! 
One of the most Imaginative example. of appropriate technology we'\e seen. 

There are three innovations of particular note 1) the 3 meter diameter heel 
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Rotor on the . .'wind, 

Sahores windmill , , ! 


is made of bamboo (or wood) with cloth sails in the shape of the American 
multi-blade design, its light weight and automatic feathering mechanism mean 
that the to%%er can consist only of a pole with 4 cord or steel guy wires rather 
than a large, expensive (usually steel) structure. 2) The automatic feathering 
svstemn consists of pieces of inner tube attached so that the blades openmore as the wind becomes stronger, thus protecting the windmill from damageore also allowing itto make use of light winds. 3) A counterweight system is 

employed Mhich enables the pumping action to be adjusted by the owner, for 
operation at vwindspeeds from 2 msec up to strong winds, 

The cost of materials in France was approximately US585 (this included a 
purchased pump). The first prototypes have been working for 3 years 20 of 
these machines were built in 1974-75 and are being tested in Africa. 

Highlv recommended. 

A Water-Pumping Windmill That Works, article with plans, 7 pages, New 
Aichemy Institute, in Journal No. 2, 1974, $6.00 from WETS. 

Dimensional drawings with English measurements, text, and assembly 
information A complete parts list is provided 

''This windmill consists of three cloth sails attached to three tubular steel 
masts which are fastened to a triangular plywood hub. The center of the hub is 
bolted to the end of an automobile crankshaft, which spins in bearings mounted 
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The turntable: an automobile crankshaft and piston are used to convert the 
rotating motion of the windmill rotor to the up-and-down motion of the pump rod. 

on top of a steel ball-bearing turntable. The bearing turntable unit, which 
allows the windmill to rotate so that the sails are always perpendicular to the 

is mounted at the top of an eighL-legged tower which is firmly guyed and 
braced A piston rod connected to the crankshaft transfers power through a 
reciprocating vertical steel pipe which runs from the top to the bottom of the 
tower where it operates a high capacity piston-type water pump. This windmill 
is designed to remain operational and to withstand storm conditions.. Water
pumping trials showed a yield of 250 gallons per hour in a 6 mph wind with 18 
ft. diameter blades applying power to a 3" diameter pump through a 31/2" 

stroke." The designers recommend a greater stroke or larger diameter piston 
so that the full potential of the windmill will be reached. 

A version of this sail-wing windmill using a bullock cartwheel and bamboopoles for the rotor has been built inMadurai, India (described on page 101 of
 

the Energy Primer). The ball-bearing turntable is "the only component that 
cannot be assembled in an Indian village. A machine shop is required." 

A very promising design. 
Wind Power Poster, 1 large sheet, both sides, $3 from Windworks, Box 329, 

Rue3 Muwonago, Wiscnsi 5319, sA. 
Route 3,Mukonago,Wisconsin 53149, USA.
 

Good introductory material on wind power is presented, in the form of a wallposter. Includes single sketches of 17 different windmill designs, giving an 
idea of what has been tried and the relative sizes of the machines. Shows 
theoretical potential power and actual performance for each in kilowatts. 
Formulas and graphs for: available power, some design characteristics, and 
electrical appliance consumption. Text briefly introduces important considera
tions for the use of wind power. Annotated references. Summary in French and 
German. 
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How, to Construct a Cheap Wind Machine for Pumping Water, leaflet, 13 
paes,. Bra e Research Institute, 1t65 [re~ised 11973), 1 25 from BRACE. 

.. ATL-RIALS 2 oil drums in good concition, 2 self-aligning ball bearings 
(flange t\pe), %od frame, pl\vood, 80 feet of 1 8' galvanized steel wire. 6 
turnbLickle 1 ater pipe for rotor shaft, one ' bore ball bearing, 15 feet 
of plastic pipe 

PRODL:C 1s, snotwIding no critical machining is necessary. 

This de\ict is a Sa\ onIus Rotor, adapted to water 

pUnpilg for -riation \\here .,irdspcediS are 8-12 mph or .ton 


more, and %%ater le\el Is not more than 10-15 feet belo \ 

ground 


Brace has tested the cnit to find out its potential for 

lo%%-cost water Illpig '' rom the tests the tolloving 

Conclusions can be dravn the SaonIIus Rotor, although 

not as efficient as a indmill oi cinmparable size, lends 


itselt to v.ater-pLuIpinLg for irrigation due to its lo, initial 


cost, siliplicit\ of materials and constructioi, and Io, 


maintenance cost The onl important points to be ob-

ser\ed in erecting such a machine. is the pro'per choice of
 
the site and caretul a,.,sestni'nt of the a,,erase wir:dl 

speeds, From this, inornat io, the proper pup size and 


stroke can be chosen from the graphs at the' hack of this
pamphlet ',\nother graph is,lnc luddI .. thehich gives 

10 mph andoutput at \ariouLs %ind speecs One pLiulp designed to operate at 

lift water 1) fc'et vllI have an oItput ot 181 imperial gallons per hour at that 

%%cin speed 

The Rotor has been designed in this form for moderate wind speeds and
,.%ater- itttog Up to 30 feet Brace reports that a fair amount of ''"experimenta-

tion %%asneeded to determine the best location of the pump relative to both the 
source and the discharge - Des.gn of a simple diaphragm pump is also 
included 


I his leaflet is complete Shop and plumbing terrms are often used. (See also 
Wind and Windspinners in this se(tion) 

Performance Test of a Savonius Rotor, technical report mith charts and 
graphs of the test results, 17 pages, %A. Simonds and A Bodek for Brace 
Research Institute, 1")04. $2 (t ) from IRACF 

Pertornmance' tests were carried ocut isingq an 184sq. ft rotor on an open site'.
 
It s conclcded that a Sa\oncieRotor puoping s\ stem cperates qcite satisfac-


toril\ and i,Ind'e'd a practical dtesiin of dindlill It is, ho%%el\er, only about 
half a, efiicient as the con\entional fail mill %hich cost, 4 or more tiies ais 
Much T\-,o rotors %oildthus ha\e the Sallie cultpt as a ciii,.entional fan mill, 
but tihe total cost Vould be le'ss than half that ot the con\entional nachine 

"The s\',st'i sems best suited tor piini ii in case's vhere the ell-dcpth 
does not exeed 20 it the windiill shoculd hi de iCIoneto look atter itself 

safely in storms -
This is cltearh', an important report tor an\ont' ,.ho plans to experiment mith 

or build ailv large numbers of Savonius Rotors Torque. puo,.er co-efficients. 
and tip speed ratios are examined (see also Wind and Windspinners) 

Simplified Wind Power Systems for Experimenters. hook. 80 palm,,'slack 

Park, 1975, S6 from Helion, Box 4301, Sylmar, California 91342 USA, or 
WETS. 

This book represents another tI STEEL HUB 
attempt to demvstify technology. It STE HUB 

is a response to the fact that ''most 
of the information (currently) avail- -i-'

able requires engineering training WOODEN BLADE\ 
is HUB"or is not complete enough ..It 

hoped that (in this book) the reduc- BOLTS 

of comple\ mathematics into 
simple graphs and arithmetic prob
lems will allmi a greater segment of BLADE MOTION = U 
the innovati\.e public to cuse the fun- T' 
damentals an engineer has To make 
this book as useful as possible, a k T 
page has been defoted to graph ;o 

og . and numerocs examples Nreali ., / 

art used to Illustrate 'a h step in the WIND V 

windmill desipn proce'ss Z 

Over .50 illustrations and photos of all kinds of windmachines, and an equal 
number of simple graphs and minor draw ings It not only gives an excellent 

overvie \ of the possibilities for small windpower installations; it also comes 
very clos;o to Park's goal of providing ''the reader with the engineering tools 

ne(essarv to accnmplish a respectable job of designing and planning the 

construction of windmilk,i 

Major topics are pover re'quired, wind energy available, windmill efficiency, 
airfoils. %%indmill augmentation. structural design, and mechanical design 
\er' little is a(tuallv said about pumping water, electrical systems or direct 
rethanical con\ersion, you'll ha\- to go elsewhere for this essential infor

mation But as to the design of the x indmill itself, this is the book to have. 
Hats off to Jack Park. A significant contribution to the effort to take 

kno%\ l'dge of technolog\ out of the sole control of the experts and make it 
accessible to the public 

Helion also publishes to wind poer technical memos: WTM 1-Aero

d\namic Layocut of Wind%%heel Blades (a technical method for optimum layout), 

10 pages. S1 \ATM 2--Hybrid Windmill Notes (a summary of Helion's 
findings on Darrieu', rotor Savonius rotor vertical-axis hybrid windmills), 8 

pages, $2. Plans for an alumintim-bladed 2-5 kw windgenerator, $10. 

Proceedings of the United Nations Conference on New Sources of Energy
1961. Volulit' 7 on v und po%,er, 408 pages,. $16 00 from United Nations, 
Sales Section. Room LX-2300, Ne% York, NY 10017 USA. 

The se\en-\olume Proceedings were originally printed in 1964, and 
reprinted in 174 They aie obviously expensive and hard to find; as of this 
printing the\ are still a\.ailable from the above address. Some major libraries 
have copies 

The r'le\ant material in %olume7 (the only Voluie dealing with wind power) 
is as folli :s 
a) Stidies of wind behavior and investigation of suitable sites for wind-driven 
plants ('15 articles). 

b) The design of indpover plants (11 articles). 
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c)1het,hting et vAintldpotr plants t4 arti hv,, 
dj R'Jt de\Oeplnients arid piittnt:il iinllirtilee~t niIl npinttir uitiliiatiin 

13 art Ii,Ies) liL InLidIIT 
Snall Radio lIoIered I)\a \%ind-Drio\en [i\1 le D\ narno . hN Stain, 

labak. and(\an Vlaardinqen. 5 pages 
"Adaptatwn t \\iiidniill Designs, %.th Sper ial Repard to the Needs of the 
Less Iklcist rialiied ,-\reas. by Stain. 1)piLes 
' indniIll 1%pe, Conidered Suitable Tir Large-Scale L'se i India,' b\ 

Nlakantail. Ramakri slian , anid 'tnkiteslivaran. 7 paLes 

Wind Energy Bibliography, booklet, tdm pages, ' $1 from"ohlit74 
'Aiind,,orks, [3o\ 3z(). Route 3. 0uk%(rnagio, '%i 7)1149) USA, 'L I So,(onlin or 
One uitt he bes~t eiid energ\ bibliographies, a'ailablh, Topii headings are 

e\ind (beha iiir , hiii perspectiies de.elopingme(as>urenient), stioric 
iiuitries,, larg, scale intaIat ons, electrical ueneratiirs. %ertical a\is, 

shl-0ildedl did tai t\ pi. coniiiier( a-rod\ nani i, elettrical toers, storageIal). 
(batteries tloiupres-ed air. fI\emheels), con\ersiiin. h\driL en. catalgues. 
350- listlng, ot acticles book,, and papers--soniie tt theni undoLbtedh\ 
obscure and hard tii find NO 11inotatliiri s addresses,. (ir prices gi'.en texcejit for12baurntated hard tld ntrf.e12 arnoratedct general entries) 

,\lost of the iaterials in the categor\ emindn iiI-de'eloping coUntries" 
ar old Brat,, Resear h Inist it ute pape'rs. 

In addition to the miind energ\ bibliograph\ arid the mrid po,,,er poster, 
to e\perinienters iii deelopiig countries Windorks offers full plans of their 
25-toot sail miidniill These are $25 Ot for one set of plans (%%eha'en't seen 
them) More information on earl% e\perinients emith various'%ind'\orks' 


\indni ills caribe found on the back of the mid pomer poster (reviem ed in this 
section) arid in Energy Book #1 (see page 133); includes some photos and 
conlmlents 

Energy from the Wind,annotated bibliography, 180 pages, B. Burke and R. 
Merone\, 1975. $7.50 in USA, 58.00 for foreign orders from Publications, 
Engineering Research Center, Foothills Campus, Colorado State University,
Fort Collins, Colorado. 80521, USA. 

''The basis for this bibliographv is a systematic search of the major
abstracting and indexing tools from 1951) to 1974 .In an effort to prepare a 
coiiprehensive bibliograph, useful to nian\, people w 1 varied interests in 
emindpoemer, all references discoered tia.e been included, regardless of their 
scope oreriphasis. The\ range froi popularreviem to a technical aerodynanic 
stud', from do-it-yourself homrebuilt protects for house or farm to large scale 
commercial productiu:i for poemer netemorks."-, Sonie annotations are provided.
No address or price inforriation is given for the 760 references listed. An 
annual update service is planned. 
W e gave this bibliography' a test %\elookedl for e'erithing eme kne \%had 

been published about honiebuilt kindgenerato-s. We did find just about every
ore-1975 publication listed Howe,.er, most o the best books on honebuilt 
windgenerators %,,erepublished in 1975 arid 19 7 o. The best of this material on 
honlebuilt windgenerators is already covered in the Sourcebook, but you might
find Energy from the Wind a valuable soUrce of i iformation on other aspects of 
wind energW 

Wind Power Digest, quarterly journal, 50 pag.s average length, 56.00 for 4 

isue, Or S2 tt Tor a siniie issue. troni \% ind Pover Dig t . 54468 CR 31,
B-ril. Indiana 4h5ti-" U'S.\ 

Wind Power Digest i,a ne%% and I tlcoile Journal on sniall-,ale %ind po%%er
sstelm , InIlnon-teihnical language ItiS not a istlent it i Journal but rather a 

tlorulni tor dil',til,,1 b\ people etpefirrnting t.ith small ,ind piver -\stens 
or simpl\ inti'rsti'l Intht' >ubjlett %lost of the contributors and readers are 
North Amlericans 

Contents include hoM%-\i-did-it arthihtel h% peofple %ho use ,.odnmils or 
Iiiidgenerat rs a, t ji er idt-as trom e\perinieitersregilar 51 Ures- [),0 ali 
notts (n liev, de\elinient_ trtin anonL this inhirial netlirk. e\periences 
%ith %arlou, hIme-buL nI'tdi a aiable i iiac hine, re\ lev,, Of 
ne, jiLibliCatIoli' anld plan, tor hoilt-bLilt indnaL hlins briet ILinlli aries of 
de (Ilii ile t s b\ the large "cwi lt icIT IInT',t I ti , ainof i c a,,tim il reprI its t rllother sources lThe focus is, on NorthI Anerican applicatiiins of e.rind pomer 

This Journal emill be of Interest to groups e\perinentin_geith vind pom er in 
de\ eloping countries Ho e',er, little of the contents so far are releant to 
appropriate %illage-leel technolog\ The editors are planning to add 
a.* propri ate technolog,. section focusiLig on eind jOver cse" otlhtr than 
generating electricit-a %elconi._, addition
 
gnrtirgeetrct mecm.adtogood exaiiple of %%hat a national-level sublect-oriented al,propriatete(hniolci\ journal can be-a coniniunlcation deice among a deientralized 
nietork of ordiniar people and snallIrous of e\periiienters The plain 
language, concentration on small-scale sstemsr, and the kind of audience 
addressed make this an important voice Ilithe effort to (lem.stif\ eind poeer 
technology 

Addresses
 
BRACE- Brace Research Institute This group has de'eloped some of the miost 
innovati\ e village and small corunnlnlt' equipment Their particular focus is on 
water supply, for arid regions For their publications emrite to Publications 
Dept , Brace Research Institute, MacDonald Cu!lege of NA (Gill Urii'ersit\ , Ste. 
Anne de Bellevue. Quebec HOA ICO. Canada 

ITDG- Intermediate Technologv Development Group. They are doing a large 
amount ot research and development, and ha,.e been actively helping in the 
establishment of national intermediate technology centers in a number of 
developing countries. They have the largest publications list on intermediate 
technology For their publications %,riteto Intermediate Technology Publi
cations, 9 King St., Co'ent Garden, London WC2E 8HN, England (The main 
office of the organization has also just moved to this address.) 

Mother Earth News-Their book-selling address is Mother's Bookshelf, Box 
70, Hendersonville, North Carolina 28739, US,,. 

VITA-Volunteers in Technical Assistance. They have some volunteers in the 
field, and a much larger netmork of people who handle technical problems by
mail. Their Village Technology Handbook and other plans are excellent. They 
accept UNESCO coupons in payment. Publications, Volunteers in Technical 
Assistance, 3706 Rhode Island Ave., Mt. Rainier, Maryland 20822, USA. 

WETS-Whole Earth Truck Store, 558 Santa Cruz Ave., Menlo Park, Califor
nia 94025, USA. They have a book price list, updated every 6 months, availablefor $1.00. For overseas orders, they add 10% to cover postage and insurance. 

http:Howe,.er
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Two key books on appropriate village technology: 

Village Technology Handbook, 387 pages, 1970, $9.00 (free if you live in the 
Third World and cannot afford it), English, Spanish, and French editions 
available, from VITA, 3706 Rhode Island Ave., Mt. Rainier, Maryland, 20822, 

USA. 

This handbook describes techniques and devices which can be made and 

used in villages. Subjects covered include: developing water resources, water 
lifting, water storage, water purification, water power, health and sanitation, 
agricultural equipment, food processing and preservation, and construction. 

A very valuable practical book, currently being used throughout the world. 

Appropriate Technology Sourcebook, 304 pages, November 1976, $4.00 ($2.00 

to local groups in the Third World), from Appropriate Technology Project, 

Volunteers in Asia, Box 4543, Stanford, California 94305, USA. 

This is the key to an entire library of practical information on small-scale 
technologies that can be built and used by the reader. The 250 illustrations and 

385 lengthy reviews give the reader a very good idea of the content of each 
publication before purchasing. It's the next best thing to having all the books in 
front of you to select from. Price and address are given for each publication 

along with materials and tools used. The ADDITIONAL READING section of 
this Arusha windmill manual is a reprint of the AT SOURCEBOOK section on 
water-pumping windmills. 

This book has had two editions and five printings, and is now being used in 

more than 100 countries. 
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Top left: eccentric wheel with adjustable flange 
Bottom left: top of windmill after trial assembly 
Right: tripod 
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777-77. 

A b" 

Top right: hub wheel assembly, front view 
Bottom right: hub wheel, rear view, showing 6 gussets 
and drive tire 
Left: top of windmill after trial assembly 
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bib Po, 

Left: blade and blade spoke 
Middle: irrigation pump 
Right: irrigation pump being tested 



The Arusa windmill and a sail cloth 
windmill at the UNICEF village 

technology unit display in Nairobi, 
Kenya. (Photo credit: UNICEF, by 
Thorning) 
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